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	Customer Name
	Name of the Customer ordering CCSAC

	Form Issue Date
	The date the Customer issues request.

	Requested Due Date
	Desired Due Date of installation of the Link

	ACNA
	Customer 4 digit code

	OCN
	Customer Operating Company Number

	Customer Contact Name, number and e-mail address
	Customer-contact information if any questions result from the form.

	Qwest Account Team Name, number and e-mail address
	Information for the Account Manager responsible for customer ordering the link.

	LATA(s)
	List all the Qwest LATA Number(s) in which you wish signaling services activated. See Network Disclosures for availability.

	MultiLATA Service
	Yes or No. See Network Disclosure #501 for availability. ISUP services will be activated on the new links only for Qwest clusters served by the MultiLATA STPs indicated in the Network Disclosure on the initial link order.

	8-bit SLS
	Yes or No. Your SP must also be equipped.

	Connection Type
	Enter the type of interconnection as stated on the form.

	Hub Provider Name & Services Provided
	Enter the appropriate information.

	Access Connection 
	DS1 Direct Link Transport or DS0 Direct Link Transport

	SRP/STP Information
	To be completed if SRP to STP or STP to STP Connection (B/D-Link)

	SRP/STP Brand
	Signaling Relay Point/Signaling Transfer Point - Brand name of Switch

	SRP/STP  #1CLLI
	Enter the Common Language Location Identification (“CLLI”) code of the Customer SRP/STP. This is not the CLLI of the POP, and is required by the Qwest STPs. If no formal CLLI has been assigned, use the following naming convention to create a “made-up CLLI”:

Char 1-4 = City
Char 5-6 = State
Char 7-8 characters = 0D (this field would normally be the building code – code “0D” indicates that this is a “made-up” CLLI. Use 1D for 2nd Switch, etc.)
Char 9-11 = ACNA

	Physical Address
	Fill in the address of customer SRP/STP

	Point Code
	Fill in the point code of customer SRP/STP #1

	SRP/STP  #2CLLI
	Enter the Common Language Location Identification (“CLLI”) code of the Customer SRP/STP. This is not the CLLI of the POP, and is required by the Qwest STPs. If no formal CLLI has been assigned, use the following naming convention to create a “made-up CLLI”:

Char 1-4 = City
Char 5-6 = State
Char 7-8 characters = 0D (this field would normally be the building code – code “0D” indicates that this is a “made-up” CLLI. Use 1D for 2nd Switch, etc.)
Char 9-11 c = ACNA

	Physical Address
	Fill in the address of customer SRP/STP

	Point Code
	Fill in the point code of customer SRP/STP #1


	Alias Point Code for Customer’s SRP/STPs
	Alias Point code for the STP or SRP pair

	Customer SSP 
	Service Switching Point.  Complete only if SSP to STP connection.(A-Link)

	Customer SSP CLLI
	Enter the Common Language Location Identification (“CLLI”) code of the Customer SRP/STP. This is not the CLLI of the POP, and is required by the Qwest STPs. If no formal CLLI has been assigned, use the following naming convention to create a “made-up CLLI”:

Char 1-4 = City
Char 5-6 = State
Char 7-8 characters = 0D (this field would normally be the building code – code “0D” indicates that this is a “made-up” CLLI. Use 1D for 2nd Switch, etc.)
Char 9-11 c = ACNA

	Customer SSP Point Code
	Fill in the point code of customer SSP

	Customer SSP Physical Address
	Fill in the address of customer SSP

	Customer SSP Brand
	Fill in the type of switch the customer has i.e. DMS100, 5E etc.

	Customer SSP Generic
	Fill in the generic of the customer’s switch

	Testing Contact Name
	This is the Name that Qwest can contact for testing.

	Testing Contact Number
	This is the number Qwest will call for testing.

	Hours Available for Testing
	This is the hours the Customer requests to test with Qwest.

	If connecting SSP to STP, or one SRP to STP, complete Links 1-2.  If connecting STP to STP, or if two SRP to STP, complete Links 1-4.

	Link #1
	

	Network Channel Interface code
	Fill in the NCI code for each link. Reference Qwest Tech Pub 77342.

	Customer SPOI CLLI
	Fill in the CLLI of the Signaling Point of Interface (“SPOI”) (POP) of Link #1 (Could be different if riding another Carriers facility).

	Qwest STP/FSPOI Location (CLLI)
	Indicate which Qwest STP link #1 will interconnect to.

	Link #2
	

	Network Channel Interface code
	Fill in the NCI code for each link. Reference Qwest Tech Pub 77342.

	Customer SPOI CLLI
	Fill in the CLLI of the Signaling Point of Interface (“SPOI”) (POP) of Link #1 (Could be different if riding another Carriers facility).

	Qwest STP/FSPOI Location (CLLI)
	Indicate which Qwest STP link #2 will interconnect to.

	Link #3
	

	Network Channel Interface code
	Fill in the NCI code for each link. Reference Qwest Tech Pub 77342.

	Customer SPOI CLLI
	Fill in the CLLI of the Signaling Point of Interface (“SPOI”) (POP) of Link #1 (Could be different if riding another Carriers facility).

	Qwest STP/FSPOI Location (CLLI)
	Indicate which Qwest STP link #3 will interconnect to.


	Link #4
	

	Network Channel Interface code
	Fill in the NCI code for each link. Reference Qwest Tech Pub 77342.

	Customer SPOI CLLI
	Fill in the CLLI of the Signaling Point of Interface (“SPOI”) (POP) of Link #1 (Could be different if riding another Carriers facility).

	Qwest STP/FSPOI Location (CLLI)
	Indicate which Qwest STP link #4 will interconnect to.

	Services Information

	Customer SSP #1-3
	

	SSP CLLI
	Service Switching Point or Switch CLLI code. This is the CSL field on an ASR with a REQTYP of “M”.

	SSP Point Code
	Service Switching Point - Point Code

	SSP LATA(s)
	Enter the LATA(s)

	SSP NPA/NXX
	Enter the NPA/NXX(s) on which the service is to be activated.

	Services Requested
	The customer selects the desired services and enters the appropriate SSN (Subsystem number) for each service.
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