2-Wire or 4-Wire Non-Loaded Capable Loop
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Wholesale/Interconnection/Unbundled Local Loop - 2-Wire or 4-Wire Non-Loaded Capable Loop

2-Wire or 4-Wire Non-Loaded Quick Loop 

2-Wire or 4-Wire Non-Loaded Quick Loop with or without LNP provides you with a reduced provisioning interval for conversion of an existing service with Non-Loaded facilities to Unbundled Local Loop which is a basic lift and lay installation. The lift and lay installation consists of reuse facilities with testing to validate facilities are non-loaded. No dispatch or additional test will be performed. Quick Loop with LNP will consist of porting the telephone number concurrently with the lift and lay installation. For additional info about Quick Loop ordering intervals view the SIG. 

When submitting a service request, you are responsible for identifying whether the 2-Wire or 4-Wire Non-Loaded Loop is eligible for Quick Loop. For eligibility details, see Unbundled Local Loop - General Information, Pre-Ordering section. If the Desired Due Date (DDD) specified is less than the standard interval, your request will be processed with intervals found in the SIG. If your DDD is greater than or equal to the standard interval, the requested DDD will be assigned. For specific information regarding your DDD refer to Unbundled Local Loop - General Information. 

For a 2-Wire or 4-Wire Non-Loaded Loop to qualify for Quick Loop, the following information is required on the LSR: 

	Service Request Field
	Must Be Populated With

	ACT
	V or Z

	REQTYP
	'BB' with LNP Port REQTYP of 'AB" without LNP Port

	CHC
	N or blank

	TEST
	N or blank


The LSR must show the NC/NCI codes. If ordering Quick Loop, the LSR must include the NC/NCI found in Technical Publication, Interconnection -Unbundled Loop, 77384 for Non-Loaded (LX-N) Loops. 
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