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Summary of Changes(25.0 Draft to 25.0 Final)

There were no changes.

Summary of Changes(24.0 Revised Final to 25.0 Draft)
	Action
	ASOG Form
	Field Name
	CORA™ System Negotiated Business Rules

	Add
	ACI
	SM
	This field is not used and is prohibited.

	Add
	ACI
	UNI-MSFS
	This field is not used and is prohibited.

	Add
	EUSA
	L2CP-ADDR
	This field is not used and is prohibited.

	Add
	EUSA
	L2CPP
	This field is not used and is prohibited.

	Add
	EUSA
	UNI-MSFS
	This field is not used and is prohibited.

	Add
	EVC
	BCF-I
	This field is not used and is prohibited.

	Add
	EVC
	BUM-FD
	This field is not used and is prohibited.

	Add
	EVC
	CBS-I
	This field is not used and is prohibited.

	Add
	EVC
	CEV-CP
	This field is not used and is prohibited.

	Add
	EVC
	CEV-P
	This field is not used and is prohibited.

	Add
	EVC
	CIR-I
	This field is not used and is prohibited.

	Add
	EVC
	CMI-I
	This field is not used and is prohibited.

	Add
	EVC
	EBS-I
	This field is not used and is prohibited.

	Add
	EVC
	EIR-I
	This field is not used and is prohibited.

	Add
	EVC
	MSFS
	This field is not used and is prohibited.

	Add
	SES
	L2CP-ADDR
	This field is not used and is prohibited.

	Add
	SES
	L2CPP
	This field is not used and is prohibited.

	Add
	SES
	SM
	This field is not used and is prohibited.

	Add
	SES
	UNI-MSFS
	This field is not used and is prohibited.

	Add
	Transport
	L2CP-ADDR
	This field is not used and is prohibited.

	Add
	Transport
	L2CPP
	This field is not used and is prohibited.

	Add
	Transport
	UNI-MSFS
	This field is not used and is prohibited.


ASR Ordering Systems CONNECT:Direct® Gateway Technical Specification

The CONNECT:Direct® (formerly known as NDM) Gateway ordering process follows the Access Service Request Ordering Guidelines (ASOG) 50 located at  http://www.atis.org/atis/clc/obf/download.htm. There will be a number of  edits in the gateway that are directly related to the current ASOG 47 negotiated business rules. 

 This technical specification is comprised of:

· ASOG 49 business rules supported by CenturyLink, with associated error messages

· differences to industry guidelines which are unique to CORA™ and are not defined by ASOG 49 negotiated business rules, with associated error messages

Note that the Summary of Changes and CORA™ Business Rule Error Messages tables are both color coded for easy identification of changes: 

· blue text denotes a change in the CORA™-specific business rule or CORA™-specific error message from the previous release 

· red text indicates a new CORA™-specific business rule or CORA™-specific error message.

Differences from Industry Guidelines for CONNECT:Direct® Gateway

CenturyLinks’s CORA™ ASR ordering systems currently support the following functions:

Order functions
· A number of products as defined and outlined in the various  CenturyLink tariffs and product descriptions documents. 
· Does  not support the PORTS form introduced in the CORA™ 16.0 release. 
Postorder functions
· Firm Order Confirmation
· Clarification / Notification Request

CenturyLink will contact all current CORA™ NDM users to schedule a test kickoff meeting. During this meeting CenturyLink will coordinate the connectivity and firewall rules as well as the joint test plan for both pre-order XML and NDM Gateway. 

If you have any additional questions regarding testing please contact Vinesh Vijayan Leela at Vinesh.VijayanLeela @centurylink.com  or 303-992-9764.

CORA Business Rule Error Messages
	Error ID
	Form Name
	ASOG Field Name
	CORA™ Business Rule Error Messages

	GW.ASC_EC
	-
	-
	Cannot change ASR ASCEC after initial acknowoledgement.  To change, a cancel and reissue is required.

	GW.DUP
	-
	-
	Duplicate ASR.  See: <ASR ID>

	GW.ICSC
	-
	-
	CenturyLink (formerly Qwest) value must be among the OEC ICSCs when CenturyLink is not in control of the Meet Point.

	GW.ICSC
	-
	-
	CenturyLink (formerly Qwest) value must not be among the OEC ICSCs when CenturyLink is in control of the Meet Point.

	GW.NCI
	-
	-
	Internal error in Gateway.

	GW.OEC
	-
	-
	Internal error in Gateway.

	GW.SUP
	-
	-
	Refnum must be positive number. Value found was: <value>

	GW.SUP
	-
	-
	Refnum must be numeric. Value found was: <value>

	GW.SUP
	-
	-
	Error extracting REFNUMs.

	GW.SUP
	-
	-
	New Refnum <value> found in SUP ASR, but not in previous ASR. Must be greater than <highestUsedRefnum>.

	GW.SUP
	-
	-
	SUP ASR does not match previous ASR.

	GW.SUP
	-
	-
	FOC not available.

	GW.SUP
	-
	-
	FOC is available.

	GW.SUP
	-
	-
	Prohibited when status is Cancelled

	GW.SUP
	ASR
	ASR NO
	No previous for ASR: <ASR ID>

	GW.SUP
	ASR
	DDD
	SUPPLEMENT’s DDD cannot be more than 30 calendar days greater than ORIGINAL ASR’s DDD. Difference was: XX

	GW.SUP
	ASR
	SUP
	Valid entries are 1, 2, 3, or 4.

	GW.SUP
	ASR
	SUP
	Not allowed because previous ASR was a SUPPLEMENTAL type 1: <ASR ID>

	HDR.CCNA
	-
	-
	Incorrect CCNA or password.

	HDR.CCNA
	-
	-
	Could not locate CCNA or PASSWORD field.

	HDR.CCNA
	-
	-
	System error while looking up CCNA and PASSWORD.

	HDR.ICSC
	-
	-
	Must be MS01, MS02, MS03, NW01, NW02, PN01, or PN02.

	HDR.ICSC
	-
	-
	Must be MS01, MS02, MS03, MSW1, NW01, NW02, PN01, or PN02.

	-
	-
	-
	This ASR contains an invalid character ( 0x7B ).  Only ASCII characters 0x20 through 0x7A, carriage returns ( 0x0D ) and line feeds ( 0x0A ) are allowed.

	-
	(Routing Exception Matrix)
	-
	Form is prohibited.

	-
	-
	-
	 “Account activity has been suspended. Please contact your Billing Representative with any questions.”

	ACI.CFA
	ACI
	CFA
	CFA channel value of ‘<value from ASR>’ invalid. Must be in form ‘<channel>’ or ‘<startchannel>-<endchannel>’.

	ACI.CFA
	ACI
	CFA
	LOCA must be alphanumeric.

	ACI.CFA
	ACI
	CFA
	LOCZ must be alphanumeric.

	ACI.CFA
	ACI
	CFA
	Channel must be in range of 1-5000.

	ACI.CFA
	ACI
	CFA
	Channel From must be numeric.

	ACI.CFA
	ACI
	CFA
	Channel To must be numeric.

	ACI.CFA
	ACI
	CFA
	Channel From must be specified.

	ACI.CFA
	ACI
	CFA
	Channel From must be a valid number.

	ACI.CFA
	ACI
	CFA
	Channel To must be a valid number.

	ACI.CFA
	ACI
	CFA
	Channel <channel number> busy.

	ACI.CFA
	ACI
	CFA
	Channel <channel number> not found.

	ACI.CFA
	ACI
	CFA
	No information found for the facility and / or channel specified.

	ACI.CFA
	ACI
	CFA
	Host could not be resolved: Validate input CLLI.

	ACI.CFA
	ACI
	CFA
	Host error has occurred: CIV095E-FIND FAILED

	ACI.CFA
	ACI
	CFA
	Facility Designator must be 1-5 alphanumeric characters.

	ACI.CFA
	ACI
	CFA
	Facility Type must be 1-6 alphanumeric characters.

	ACI.CFA
	ACI
	CFA
	Channel must be in range of 1-28

	ACI.CFA
	ACI
	CFA
	LOCA must be 8 or 11 characters.

	ACI.CFA
	ACI
	CFA
	LOCZ must be 8 or 11 characters.

	ACI.CFA
	ACI
	CFA
	CFA value of ‘<user entered value>’ invalid. Must be in form ‘desg/type/channel(-endchannel)/loca/locz’.

	ACI.CFA
	ACI
	CFA
	Channel must be in range of 1-24.

	ACI.CFA

	ACI
	CFA
	When Channel To is populated, entry must be greater than Channel From.

	ACI.CFA
	ACI
	CFA
	CFA CLLI codes must be in alphabetical / numerical order.

	ACI.CFA
	ACI
	CFA
	Duplicate value. Matches <xxx>.

	ACI.CFA
	ACI
	CFA
	Prohibited when the ACT is N or C and the CCEA field is populated.

	ACI.CPT
	ACI
	CPT
	Positions 6-10 are prohibited when positions 1-5 are blank.

	ACI.CRO2
	ACI
	CRO
	Prohibited when CRO1 is blank.

	ACI.DIR
	ACI
	DIR
	Valid entries are 1 or 2.

	ACI.DIVCKT
	ACI
	DIVCKT 
	Prohibited when ACT is D.

	ACI.DIVCKT
	ACI
	DIVCKT 
	Prohibited when DIVPON is populated.

	ACI.DIVCKT
	ACI
	DIVCKT 
	Prohibited when REQTYP is not E, S, V or X.

	ACI.DIVPON
	ACI
	DIVPON 
	Must be 16 or less characters and can only contain A-Z, 0-9, periods, parentheses, dashes, and blanks.

	ACI.DIVPON
	ACI
	DIVPON 
	Prohibited when REQTYP is not E, S, V or X.

	ACI.ECCKT
	ACI
	ECCKT
	Facility Designator must be 1-5 alphanumeric characters.

	ACI.ECCKT
	ACI
	ECCKT
	Facility Type must be 1-6 alphanumeric characters.

	ACI.ECCKT
	ACI
	ECCKT
	No information found for the facility and/or channel specified.

	ACI.ECCKT
	ACI
	ECCKT
	Host could not be resolved: Validate input CLLI.

	ACI.ECCKT
	ACI
	ECCKT
	CLLI codes must be in alphabetical/numerical order.

	ACI.ECCKT
	ACI
	ECCKT
	Facility to be disconnected contains working channels.

	ACI.ECCKT
	ACI
	ECCKT
	ECCKT Channel Range is invalid.

	ACI.ECCKT
	ACI
	ECCKT
	Host error has occurred:CIV095E FIND FAILED.

	ACI.ECCKT
	ACI
	ECCKT
	ECCKT format invalid.

	ACI.ECCKT
	ACI
	ECCKT
	When the first position of the REQTYP field is M and the ACT = D, trunks to be disconnected must be the last in the trunk group

	ACI.ECCKT
	ACI
	ECCKT
	When the first position of the REQTYP field is M and the ACT = D, and trunks are not the last in the group, RPON is required

	ACI.ECCKT
	ACI
	ECCKT
	When the first position of the REQTYP field is S and no information found for the Serialized ECCKT specified – ECCKT not found

	ACI.HBAN
	ACI
	HBAN
	Must be valid BAN or “E” followed by blanks.

	ACI.RECCKT
	ACI
	RECCKT
	Facility Designator must be 1-5 alphanumeric characters.

	ACI.RECCKT
	ACI
	RECCKT
	Facility Type must be 1-6 alphanumeric characters.

	ACI.RECCKT
	ACI
	RECCKT
	Channel must be in range of 1-28

	ACI.RECCKT
	ACI
	RECCKT
	LOCA must be 8 or 11 characters.

	ACI.RECCKT
	ACI
	RECCKT
	LOCZ must be 8 or 11 characters.

	ACI.RECCKT
	ACI
	RECCKT
	CFA value of ‘<user entered value>’ invalid. Must be in form ‘desg/type/channel(-endchannel)/loca/locz’.

	ACI.RECCKT
	ACI
	RECCKT
	RECCKT must be valid for ECCKT

	ACI.RECCKT
	ACI
	RECCKT
	Prohibited when the ACT field is C, M, N, T or R.

	ACI.RECCKT
	ACI
	RECCKT
	Required when REQTYP is M, ACT field is D, and the first position of the LTP field is not F, N, or C.

	ACI.REFNUM
	ACI
	REFNUM
	Must be 0002 – 9999.

	ACI.SCFA
	ACI
	SCFA
	CFA channel value of ‘<value from ASR>’ invalid. Must be in form ‘<channel>’ or ‘<startchannel>-<endchannel>’.

	ACI.SCFA
	ACI
	SCFA
	LOCA must be alphanumeric.

	ACI.SCFA
	ACI
	SCFA
	LOCZ must be alphanumeric.

	ACI.SCFA
	ACI
	SCFA
	Channel must be in range of 1-5000.

	ACI.SCFA
	ACI
	SCFA
	Channel From must be numeric.

	ACI.SCFA
	ACI
	SCFA
	Channel To must be numeric.

	ACI.SCFA
	ACI
	SCFA
	Channel From must be specified.

	ACI.SCFA
	ACI
	SCFA
	Channel From must be a valid number.

	ACI.SCFA
	ACI
	SCFA
	Channel To must be a valid number.

	ACI.SCFA
	ACI
	SCFA
	Channel <channel number> busy.

	ACI.SCFA
	ACI
	SCFA
	Channel <channel number> not found.

	ACI.SCFA
	ACI
	SCFA
	No information found for the facility and / or channel specified.

	ACI.SCFA
	ACI
	SCFA
	Host could not be resolved: Validate input CLLI.

	ACI.SCFA
	ACI
	SCFA
	Host error has occurred: CIV095E-FIND FAILED

	ACI.SCFA
	ACI
	SCFA
	Facility Designator must be 1-5 alphanumeric characters.

	ACI.SCFA
	ACI
	SCFA
	Facility Type must be 1-6 alphanumeric characters.

	ACI.SCFA
	ACI
	SCFA
	Channel must be in range of 1-28

	ACI.SCFA
	ACI
	SCFA
	LOCA must be 8 or 11 characters.

	ACI.SCFA
	ACI
	SCFA
	LOCZ must be 8 or 11 characters.

	ACI.SCFA
	ACI
	SCFA
	CFA value of ‘<user entered value>’ invalid. Must be in form ‘desg/type/channel(-endchannel)/loca/locz’.

	ACI.SCFA
	ACI
	SCFA
	Channel must be in range of 1-24.

	ACI.SCFA
	ACI
	SCFA
	When Channel To is populated, entry must be greater than Channel From.

	ACI.SCFA
	ACI
	SCFA
	CFA CLLI codes must be in alphabetical / numerical order.

	ACI.SCFA
	ACI
	SCFA
	Duplicate value. Matches <xxx>.

	ACI.SCFA
	ACI
	SCFA
	SCFA facility must match channel assignment in the CFA field.

	ACI.SDIR
	ACI
	SDIR
	Prohibited when the SEC_ADM field on the Transport form, Trunking form, or EUS form is blank.

	ACI.SDIR
	ACI
	SDIR
	Prohibited when the SCFA field on the ACI form is blank.

	ACI.SDIR
	ACI
	SDIR
	Prohibited when the SEC ADM field on the Transport form or EUS form is blank.

	ACI.SM
	ACI
	SM
	This field is not used and is prohibited.

	ACI.TCIC
	ACI
	TCIC
	Must be numeric.

	ACI.TCIC
	ACI
	TCIC
	First part of TCIC field must be populated before the 2nd part.

	ACI.TRN
	ACI
	TRN
	The last four positions are prohibited when the first four are blank.

	ACI.TRN
	ACI
	TRN
	The last four positions must be equal to or greater than the first four positions.

	ACI.TRN
	ACI
	TRN
	Prohibited when the first position of the REQTYP field is A, E, W, S, X, V, L or R.

	ACI.TSP
	ACI
	TSP
	TSP2 required when TSP1 is populated

	ACI.TSP
	ACI
	TSP
	TSP2 is prohibited when TSP1 is blank.

	ACI.TSP
	ACI
	TSP
	Must be E or 0-5 in the 10th position. Must be 0-5 in the eleventh position

	ACI.UNI_MSFS
	ACI
	UNI-MSFS
	This field is not used and is prohibited.

	ACI.WACD1
	ACI
	WACD1
	When WACD1 is populated the SECLOC must start with C

	ARI.ECCKT
	ARI
	ECCKT
	Required when the SEGACT field is C, D, or R.

	ARI.NC
	ARI
	NC
	NC is missing.

	ARI.NC
	ARI
	NC
	NC invalid for REQTYP R.

	ARI.NC
	ARI
	NC
	Position 1 and 2 must be A/N. Position 3 and 4 must be A/N plus allow special character of a dash (-).

	ARI.NCI
	ARI
	NCI
	Required when the NC field is populated.

	ARI.NCI
	ARI
	NCI
	Prohibited when the NC field is blank.

	ARI.NCI
	ARI
	NCI
	NCI Code Not Found.

	ARI.NCI
	ARI
	NCI
	NCI/SECNCI code not valid. Characters 7,8,9 must be alphanumeric.

	ARI.OTC
	ARI
	OTC
	Required when the ASC EC field on the ASR form is populated and the first position of the PRILOC field is E.

	ARI.OTC
	ARI
	OTC
	Prohibited when the ASC EC field on the ASR form is populated and the PRILOC field is blank.

	ARI.PRILOC
	ARI
	PRILOC
	1st position of ARI.PRILOC field must be E or C.

	ARI.PRILOC
	ARI
	PRILOC
	1st position of ARI.PRILOC field must be E followed by blanks or C followed by a CLLI Code.

	ARI.PRILOC
	ARI
	PRILOC
	SALI form is required when PRILOC pos 1 is E.

	ARI.PRILOC
	ARI
	PRILOC
	SALI form is prohibited when PRILOC pos 1 is not E.

	ARI.PRILOC
	ARI
	PRILOC
	CLLI ‘xxxxxxxxxxx’ is not valid.

	ARI.PRILOC
	ARI
	PRILOC
	LOSDB not Available.

	ARI.PRILOC
	ARI
	PRILOC
	InterLATA service may not be requested on an ASR.

	ARI.SECLOC
	ARI
	SECLOC
	1st position of ARI.SECLOC field must be E or C.

	ARI.SECLOC
	ARI
	SECLOC
	1st position E must be followed by end user name or C followed by CLLI code

	ARI.SECLOC
	ARI
	SECLOC
	1st position must be E followed by non-blank or C followed by CLLI Code.

	ARI.SECLOC
	ARI
	SECLOC
	CLLI ‘xxxxxxxxxxx’ is not valid.

	ARI.SECLOC
	ARI
	SECLOC
	LOSDB not Available.

	ARI.SECLOC
	ARI
	SECLOC
	InterLATA service may not be requested on an ASR.

	ARI.SECNCI
	ARI
	SECNCI
	NC/NCI/SECNCI combination is invalid.

	ARI.SECNCI
	ARI

	SECNCI
	SECNCI Code Not Found.

	ARI.SECNCI
	ARI
	SECNCI
	Prohibited when the NC field is blank.

	ARI.SECNCI
	ARI
	SECNCI
	NCI/SECNCI code not valid. Characters 7,8,9 must be alphanumeric.

	ARI.SEGACT
	ARI
	SEGACT
	Prohibited when the ACT field is N, D, M, T, or R.

	ARI.SR
	ARI
	SR
	If the user populates any position of this field incorrectly, the system shall reject the ASR with an error message: “If any position is populated, pos 1 & 3 must be A, B, C, D, E, F, G, H, J, K, L, M, N, or X and pos 2 must be 1, 2, 3, 4, 5, 6, 7, N, or X.”

	-
	ASR
	-
	Form is required.

	-
	ASR
	-
	An ASR already exists for your request. Refer to the Unsubmitted and Submitted screens for more information.

	ASR.VER
	ASR
	-
	Ver must be 2 characters or less.

	ASR.VER
	ASR
	-
	Ver must have only one blank.

	ASR.VER
	ASR
	-
	Ver must be 1 or 2 alphanumeric characters with up to one blank.

	ASR.VER
	ASR
	-
	Ver not increasing. See: <previous ASR ID>

	ASR.VER
	ASR
	-
	VER field is required.

	ASR.ACT
	ASR
	ACT
	Required field missing.

	ASR.ACT
	ASR
	ACT
	If REQTYP is “V”, then only valid entry in ACT field is “C”, “D”, “N” or “R”.

	ASR.ACT
	ASR
	ACT
	Must be populated with a valid value.

	ASR.ACT
	ASR
	ACT
	Changing the ACT type on SUP 3 or 4 requires cancellation of existing request and a new request issued.

	ASR.ACTI
	ASR
	ACTI
	Required when the first position of the REQTYP field is M and ACT field is N or D.

	ASR.ACTI
	ASR
	ACTI
	Prohibited when the first position of the REQTYP field is not M and the ACT field is not N or D.

	ASR.ACTL
	ASR
	ACTL
	Prohibited when the ASR PSLI field is A.

	ASR.ACTL
	ASR
	ACTL
	Required when the ASR REQTYP field is W and the ASR BAN field is N.

	ASR.ACTL
	ASR
	ACTL
	Required when the ASR REQTYP (1st position) is A,L,M,R,S, or V.

	ASR.ACTL
	ASR
	ACTL
	CLLI ‘xxxxxxxxxxx’ is not valid.

	ASR.ACTL
	ASR
	ACTL
	Entry must be a valid 11-character CLLI, or “N”, or “NEW”.

	ASR.ACTL
	ASR
	ACTL
	CCNA not authorized for CLLI.

	ASR.ACTL
	ASR
	ACTL
	LOSDB not Available.

	ASR.AFO1
	ASR
	AFO
	Entry in the AFO field is required when the associated request form is attached.

	ASR.AFO1
	ASR
	AFO
	Entry in the AFO field is prohibited when the associated request form is absent.

	ASR.AFO1
	ASR
	AFO
	An ACI form is required when REQTYP is A, S, or E, ACT is N or C, and QTY is greater than one, AFO first position must be Y.

	ASR.AFO1
	ASR
	AFO
	An ACI form is required when REQTYP is L and QTY is greater than 24, AFO first position must be Y.

	ASR.AFO2
	ASR
	AFO
	AFO Pos 2 is prohibited if UNE is populated.

	ASR.AFO2
	ASR
	AFO
	AFO Pos 2 is prohibited if the EVCI field is populated.

	ASR.AFO3
	ASR
	AFO
	Valid Value in AFO field is “Y”or blank “ “.

	ASR.AFO3
	ASR
	AFO
	NAI form(s) required when AFO pos 3 is Y.

	ASR.AFO3
	ASR
	AFO
	NAI form(s) prohibited when AFO pos 3 is not Y.

	ASR.AFO4
	ASR
	AFO
	Valid Value in AFO field is “Y”or blank “ “.

	ASR.AFO4
	ASR
	AFO
	EOD form is required when AFO pos 4 is Y.

	ASR.AFO4
	ASR
	AFO
	EOD form is prohibited when AFO pos 4 is not Y.

	ASR.AFO5
	ASR
	AFO
	VCAT forms are not supported by CORA.

	ASR.ASC_EC
	ASR
	ASC_EC
	If populated must be 4 characters.

	ASR.ASC_EC
	ASR
	ASC_EC
	CenturyLink (formerly Qwest) ASC_EC values must match ICSC.

	ASR.ASC_EC
	ASR
	ASC_EC
	MSW1 is only valid if ICSC=MSW1.

	ASR.ASC_EC
	ASR
	ASC_EC
	MEC form is required when ASC_EC is populated.

	ASR.ASC_EC
	ASR
	ASC_EC
	MEC form is prohibited when ASC_EC is not populated.

	ASR.ASC_EC
	ASR
	ASC_EC
	Field must match this request’s current ICSC if requesting CenturyLink (formerly Qwest) ASC-EC.

	ASR.ASC_EC
	ASR
	ASC-EC
	Required when ACTL or SECLOC non-CenturyLink (formerly Qwest) value.

	ASR.ASG
	ASR
	ASG
	Valid values are 0-999999 or N.

	ASR.ASR_NO
	ASR
	ASR NO
	Prohibited when the SUP field is blank.

	ASR.ASR_NO
	ASR
	ASR NO
	Cannot be greater than 10 characters.

	ASR.BAN
	ASR
	BAN
	Invalid Format for BAN. Format must be NNN ANN-NNNN.

	ASR.BAN
	ASR
	BAN
	BAN NOT FOUND IN IABS.

	ASR.BAN
	ASR
	BAN
	CCNA/ACNA not BAN owner and AGAUTH not indicated.

	ASR.BAN
	ASR
	BAN
	BAN value is not valid for the supplied ACNA/ACTL combination

	ASR.BAN
	ASR
	BAN
	No existing BAN values can be found for the supplied ACNA/ACTL combination

	ASR.BAN
	ASR
	BAN
	Must be populated with a valid value.

	ASR.BIC_TEL
	ASR
	BIC_TEL
	Must be 10 numerics.

	ASR.BILL_ST
	ASR
	BILL_STATE
	Must be a valid state code.

	ASR.CB_TEL_NO
	ASR
	CB_TEL_NO
	Must be 10 numeric.

	ASR.CB_TEL_NO
	ASR
	CB_TEL_NO
	Prohibited when the first position of ASR REQTYP is A, R, or W.

	ASR.CB_TEL_NO
	ASR
	CB_TEL_NO
	Valid values are blank or a correctly formatted telephone number.

	ASR.CB_TEL_NO
	ASR
	CB_TEL_NO
	Per Usage NOTE 1 in the ASOG documentation, this new field is prohibited when the first position of the REQTYP field is “A”, “R”, or “W”, otherwise optional.

	ASR.CB_TEL_NO
	ASR
	CB_TEL_NO
	FID value to report shall be ASR.CB_TEL

	ASR.CBD
	ASR
	CBD
	If hours section is populated, both hour fields must be populated.

	ASR.CBPC
	ASR
	CBPC
	Valid values are blank or an alphanumeric string that does not exceed 15 characters.

	ASR.CBPC
	ASR
	CBPC
	FID value to report shall be ASR.CBPC

	ASR.CC
	ASR
	CC
	Not a valid entry. Please reenter valid Company Code.

	ASR.CC
	ASR
	CC
	Required when the first position of TQ is L, M, W, X, or C, and the WST field is blank.

	ASR.CC
	ASR
	CC
	Prohibited when the first position of TQ is A, B, D, S, T, U, or 1-9.

	ASR.CCI
	ASR
	CCI
	Valid values are blank or ‘Y’.

	ASR.CCI
	ASR
	CCI
	Prohibited when ASR REQTYP is not E, L, M, S, V or X.

	ASR.CCI
	ASR
	CCI
	Prohibited when ASR ACT is not N, C, D, T or M.

	ASR.CCI
	ASR
	CCI
	FID value to report shall be ASR.CCI.

	ASR.CCI
	ASR
	CCI
	Coordinated Change Indicator 

	ASR.CCNA
	ASR
	CCNA
	If populated must be 3 characters.

	ASR.CCNA
	ASR
	CCNA
	Lower case letters not allowed in CCNA.

	ASR.CCNA
	ASR
	CCNA
	Must be populated with a valid value.

	ASR.D_SENT
	ASR
	D/T SENT
	Date cannot be in the past.

	ASR.D_SENT
	ASR
	D/T SENT
	Date is invalid.

	ASR.D_SENT
	ASR
	D/T SENT
	Date prior to 19800101 not allowed.

	ASR.D_SENT
	ASR
	D/T SENT
	Must be populated with a valid value.

	ASR.T_SENT
	ASR
	D/T SENT
	Format must be hhmmAM/PM

	ASR.DATED
	ASR
	DATED
	Date prior to 19800101 not allowed.

	ASR.DATED
	ASR
	DATED
	Date is invalid.

	ASR.DDD
	ASR
	DDD
	Date prior to 19800101 not allowed.

	ASR.DDD
	ASR
	DDD
	Weekends are not valid service days. Please check your dates.

	ASR.DDD
	ASR
	DDD
	Holidays are not valid service days. Please check your dates.

	ASR.DDD
	ASR
	DDD
	Date can not be adjacent to a holiday falling on a Saturday or Sunday.

	ASR.DDD
	ASR
	DDD
	<xxx> must be today’s date or later.

	ASR.DDD
	ASR
	DDD
	Date is invalid.

	ASR.DDD
	ASR
	DDD
	Must be populated with a valid value.

	ASR.DRC
	ASR
	DRC
	Required when the ACT field is N, C, T, and the RTR field is S or 1-10.

	ASR.DRC
	ASR
	DRC
	If populated must be 3 characters.

	ASR.DRC
	ASR
	DRC
	Invalid DRC code for CCNA.

	ASR.DSG_FAX
	ASR
	DSG_FAX
	Must be 10 numeric.

	ASR.DSG_STATE
	ASR
	DSG_STATE
	Must be a valid state code.

	ASR.DSG_TEL
	ASR
	DSG_TEL_NO
	Must be at least 10 numeric.

	ASR.DSG_TEL
	ASR
	DSG_TEL_NO
	Must be populated with a valid value.

	ASR.DSGCON
	ASR
	DSGCON
	 Required when ACT field is N, C, M or T. and the second position of the AFO field is populated.

	ASR.DSGCON
	ASR
	DSGCON
	Must be populated with a valid value.

	ASR.ECCKT
	ASR
	ECCKT
	Facility to be disconnected contains working channels.

	ASR.ECCKT
	ASR
	ECCKT
	Facility Designator must be 1-5 alphanumeric characters.

	ASR.ECCKT
	ASR
	ECCKT
	Facility Type must be 1-6 alphanumeric characters.

	ASR.ECCKT
	ASR
	ECCKT
	No information found for the facility and/or channel specified.

	ASR.ECCKT
	ASR
	ECCKT
	Host could not be resolved: Validate input CLLI.

	ASR.ECCKT
	ASR
	ECCKT
	CLLI codes must be in alphabetical/numerical order.

	ASR.ECCKT
	ASR
	ECCKT
	ECCKT Channel Range is invalid.

	ASR.ECCKT
	ASR
	ECCKT
	Host error has occurred:CIV095E FIND FAILED.

	ASR.ECCKT
	ASR
	ECCKT
	ECCKT format invalid.

	ASR.ECCKT
	ASR
	ECCKT
	When the first position of the REQTYP field is S and no information found for the Serialized ECCKT specified – ECCKT not found

	ASR.ECCKT
	ASR
	ECCKT
	When ACT = D, tunks to be disconnected must be the last in the trunk group

	ASR.ECCKT
	ASR
	ECCKT
	When ACT = D, and trunks are not the last in the group, RPON is required

	ASR.ECCKT
	ASR
	ECCKT
	Required when NAG is Y and ACT is N.

	ASR.EVCI
	ASR
	EVCI
	Optional when REQTYP is S, otherwise prohibited.

	ASR.EVCI
	ASR
	EVCI
	A is the only valid value.

	ASR.EVCI
	ASR
	EVCI
	Value of B is prohibited when ACT is C, M or T.

	ASR.EVCI
	ASR
	EVCI
	Value of A requires REQTYP of S.

	ASR.EVCI
	ASR
	EVCI
	Value of B requires REQTYP of S or E.

	ASR.EVCI
	ASR
	EVCI
	Value must be blank, A or B.

	ASR.EXP
	ASR
	EXP
	EXP field reqd for this service when interval is less than 5 business days.

	ASR.EXP
	ASR
	EXP
	EXP field reqd for this service when interval is less than 6 business days.

	ASR.EXP
	ASR
	EXP
	EXP field reqd for this service when interval is less than 7 business days.

	ASR.EXP
	ASR
	EXP
	EXP field reqd for this service when interval is less than 8 business days.

	ASR.EXP
	ASR
	EXP
	EXP field reqd for this service when interval is less than 9 business days.

	ASR.EXP
	ASR
	EXP
	EXP field reqd for this service when interval is less than 10 business days.

	ASR.EXP
	ASR
	EXP
	EXP field reqd for this service when interval is less than 12 business days.

	ASR.EXP
	ASR
	EXP
	EXP field reqd for this service when interval is less than 14 business days.

	ASR.EXP
	ASR
	EXP
	EXP field reqd for this service when interval is less than 15 business days.

	ASR.EXP
	ASR
	EXP
	EXP field reqd for this service when interval is less than 16 business days.

	ASR.EXP
	ASR
	EXP
	EXP field reqd for this service when interval is less than 18 business days.

	ASR.EXP
	ASR
	EXP
	EXP field reqd for this service when interval is less than 22 business days.

	ASR.EXP
	ASR
	EXP
	EXP field reqd for this service when interval is less than 35 business days.

	ASR.EXP
	ASR
	EXP
	When REQTYP = S and NC begins with X, EXP field reqd for this service when interval is less than 5 business days.

	ASR.EXP
	ASR
	EXP
	When REQTYP = S and NC =HF—or HFC-, EXP field reqd for this service when interval is less than 7 business days.

	ASR.FBA
	ASR
	FBA
	An entry in one or more of position 2 through 4 is required when position 1 is D.

	ASR.FBA
	ASR
	FBA
	Y is the only valid value for position 4.

	ASR.FBA
	ASR
	FBA
	Prohibited when the ACT field is D or M.

	ASR.FBA
	ASR
	FBA
	Prohibited when the UNE field or CC field is populated.

	ASR.FBA
	ASR
	FBA
	Valid values for position 1 are A, B, C or D.

	ASR.FBA
	ASR
	FBA
	Y is the only valid value for position 2.

	ASR.FBA
	ASR
	FBA
	Y is the only valid value for position 3.

	ASR.FDRC
	ASR
	FDRC
	Valid FDRC codes are 3 characters. If required, please populate entire field.

	ASR.FNI
	ASR
	FNI
	Required when the ASR REQTYP (1st position) field is R and the ASR UNE field is blank.

	ASR.FNI
	ASR
	FNI
	Reqd when UNE is blank and 1st 2 char of CFA on service specific form are HN or GM and 1st char of 2nd delimited pos is W or OC.

	ASR.FNI
	ASR
	FNI
	Prohibited when the UNE field is populated.

	ASR.FNT
	ASR
	FNT
	Prohibited when the FNI field is not populated.

	ASR.FUSF
	ASR
	FUSF
	Invalid tax exempt status for BAN.

	ASR.FUSF
	ASR
	FUSF
	Prohibited when the ACT field is not N, C, T, or R.

	ASR.ICSC
	ASR
	ICSC
	Service location (LATA) is not valid for ICSC xx##.

	
	
	
	

	ASR.ICSC
	ASR
	ICSC
	Lower case letters not allowed in ICSC.

	ASR.ICSC
	ASR
	ICSC
	Must be populated with a valid value.

	ASR.IMP_TEL
	ASR
	IMP_TEL_NO
	Must be at least 10 numerics.

	ASR.INIT
	ASR
	INIT
	Must be populated with a valid value.

	ASR.INIT_FAX
	ASR
	INIT_FAX_NO
	Must be 10 numeric.

	ASR.INIT_TEL
	ASR
	INIT_TEL
	Must be 10 to 14 numerics.

	ASR.ISTN
	ASR
	ISTN
	Must be 10 numerics.

	ASR.IWBAN
	ASR
	IWBAN
	Required when the GETO field on the service specific form is W, else optional.

	ASR.JPR
	ASR
	JPR
	Prohibited when REQTYP is not S or E,or ASC-EC is not populated.

	ASR.LA
	ASR
	LA
	CCNA not authorized for CLLI.

	ASR.LADATED
	ASR
	LADATED
	CCNA not authorized for CLLI.

	ASR.LADATED
	ASR
	LADATED
	Date prior to 19800101 not allowed.

	ASR.LADATED
	ASR
	LADATED
	Date is invalid.

	ASR.LAG
	ASR
	LAG
	An entry of “N” is prohibited if the QTY field is populated with any other value besides 2.

	ASR.LAG
	ASR
	LAG
	Prohibited when the ACT field is not “N”, “C”, or “D” and the REQTYP is not “E” or “S”.  

	ASR.LAG
	ASR
	LAG
	An entry of “N” or “E” is prohibited if the QTY field is populated with a value greater than 8.

	ASR.LAG
	ASR
	LAG
	An entry of N or E is only valid when the SPEC field is MOENN, BGPLU, G8032 and MCLAG

	ASR.LANM
	ASR
	LANM
	Prohibited when the LA field is blank.

	ASR.LATA
	ASR
	LATA
	Must be 3 numerics with no leading zeros.

	ASR.LTP
	ASR
	LTP
	Position 4 is prohibited when position 1, 2, and/or 3 are blank.

	ASR.LTP
	ASR
	LTP
	Position 3 is prohibited when position 1 and/or 2 are blank.

	ASR.LTP
	ASR
	LTP
	Position 2 is prohibited when position 1 is blank.

	ASR.LTP
	ASR
	LTP
	Prohibited when the first position of the REQTYP field is W, E, S, X, V or R.

	ASR.LTP
	ASR
	LTP
	Prohibited when the ACT field is M, T or R.

	ASR.LTP
	ASR
	LTP
	Invalid value with End Office request.

	ASR.LTP
	ASR
	LTP
	Invalid with value in CFA and/or SCFA

	ASR.LTP
	ASR
	LTP
	LTP is required for REQTYP=L and ACT=N, C or D

	ASR.LTP
	ASR
	LTP
	LTP Pos 2 invalid for TST request

	ASR.LTP
	ASR
	LTP
	N not valid with TQ pos 2 =Y

	ASR.LTP
	ASR
	LTP
	PIU must be 0 for Pos 1=B

	ASR.LTP
	ASR
	LTP
	Pos 1 invalid when CFA is New or null

	ASR.LTP
	ASR
	LTP
	Pos 1 not valid with REQTYP L

	ASR.LTP
	ASR
	LTP
	Pos 1 not valid with REQTYP M

	ASR.LTP
	ASR
	LTP
	Pos 2 invalid for TST request

	ASR.LTP
	ASR
	LTP
	Invalid value with Access Tandem request

	ASR.LTP
	ASR
	LTP
	Pos 2 invalid on request for EF and/or DLT

	ASR.LTP
	ASR
	LTP
	Pos 2 invalid TST not available

	ASR.LTP
	ASR
	LTP
	Pos 2 invalid TST not offered at location

	ASR.LTP
	ASR
	LTP
	Pos 2 must be populated

	ASR.LTP
	ASR
	LTP
	TST not offered at location

	ASR.MTCE
	ASR
	MTCE
	When populated, ASR MTCE field must differ from entry in the ASR IMPCON field.

	ASR.MTCE_TEL
	ASR
	MTCE_TEL_NO
	Must be 10 numeric.

	ASR.NAG
	ASR
	NAG
	Prohibited when SALI form is present

	ASR.NAG
	ASR
	NAG
	Cannnot be populated when the NSL field on the Transport form is populated

	ASR.NOR
	ASR
	NOR
	Must be numeric.

	ASR.NOR
	ASR
	NOR
	The 2nd NOR field must be greater than or equal to the 1st NOR field.

	ASR.PIU
	ASR
	PIU
	Required when the 1st pos. of the REQTYP field is S, E, V, X or W, and the ACT field is N, C, M, T or R, and the WST field is not populated.

	ASR.PIU
	ASR
	PIU
	When both the UNE field and the CC field are blank, and REQTYP is M, L, or A, the PIU field must be zero through 100 or LOF.

	ASR.PIU
	ASR
	PIU
	When both the UNE field and the CC field are blank, and REQTYP is S, V, X, R, W, or E, the PIU field must be zero or 100.

	ASR.PIU
	ASR
	PIU
	When the UNE field is populated, the PIU field must be zero or blank.

	ASR.PIU
	ASR
	PIU
	When the CC field is populated, the PIU field must be zero or blank.

	ASR.PIU
	ASR
	PIU
	When REQTYP=M, CC is populated, and ACT=N, PIU must be 0.

	ASR.PIU
	ASR
	PIU
	PIU must be 0 when REQTYP=M for Wireless service.

	ASR.PLU
	ASR
	PLU
	Required when the CC field is populated.

	ASR.PLU
	ASR
	PLU
	Required when the UNE field is populated.

	ASR.PLU
	ASR
	PLU
	When the UNE field is populated, the PLU field must be 100.

	ASR.PLU
	ASR
	PLU
	When the CC field is populated, the PLU field must be 100.

	ASR.PLU
	ASR
	PLU
	Prohibited when both CC and UNE fields are blank.

	ASR.PLU
	ASR
	PLU
	Prohibited when the ACT field is D.

	ASR.PON
	ASR
	PON
	Field is required.

	ASR.PON
	ASR
	PON
	Field may not contain the following special characters: ‘ “ & < \ / >?_

	ASR.PON
	ASR
	PON
	PON cannot contain lower case letters.

	ASR.PON
	ASR
	PON
	PON cannot contain underscore character.

	ASR.PON
	ASR
	PON
	Must be populated with a valid value.

	ASR.PPTD
	ASR
	PPTD
	Prohibited when PROJECT field is blank.

	ASR.PPTD
	ASR
	PPTD
	Date prior to 19800101 not allowed.

	ASR.PPTD
	ASR
	PPTD
	Date is invalid.

	ASR.PPTD
	ASR
	PPTD
	Weekends are not valid service days. Please check your dates.

	ASR.PPTD
	ASR
	PPTD
	Holidays are not valid  service days. Please check your dates.

	ASR.PPTD
	ASR
	PPTD
	Date can not be adjacent to a holiday falling on a Saturday or Sunday.

	ASR.PPTD
	ASR
	PPTD
	<xxx> must be today’s date or later.

	ASR.PSL
	ASR
	PSL
	Invalid PSL/CSL Combination

	ASR.PSL
	ASR
	PSL
	Remote CLLI must = CSL CLLI

	ASR.PSL
	ASR
	PSL
	Invalid PSL

	ASR.PSL
	ASR
	PSL
	CLLI must be 8 or 11 characters.

	ASR.PSL
	ASR
	PSL
	CLLI ‘xxxxxxxxxxx’ is not valid.

	ASR.PSL
	ASR
	PSL
	LOSDB not Available.

	ASR.PSLI
	ASR
	PSLI
	When REQTYP is M and the ACTL CLLI and CSL CLLI are not the same LATA PSLI must be E.  If not, PSLI Invalid.

	ASR.PSLI
	ASR
	PSLI
	When REQTYP is M, and the ACTL CLLI and CSL CLLI are in the same lata, PSLI must be F. If not: PSLI Invalid

	ASR.PSLI
	ASR
	PSLI
	When REQTYP is M, and the ACTL CLLI and CSL CLLI are in the same lata, PSLI must be F. If not: PSLI Invalid

	ASR.QA
	ASR
	QA
	Prohibited when ACT field is D, M or R.

	ASR.QNAI
	ASR
	QNAI
	Must be numeric.

	ASR.QNAI
	ASR
	QNAI
	Must be numeric or blank

	ASR.QNAI
	ASR
	QNAI
	Number of NAI forms does not match QNAI.

	ASR.QNAI
	ASR
	QNAI
	NAI form(s) prohibited when QNAI is blank.

	ASR.QSA
	ASR
	QSA
	SALI form must be created when ACT is N or T, REQTYP is S, E, W, V or X, the NAG field is not populated, and PRILOC/SECLOC is E.

	ASR.QSA
	ASR
	QSA
	Must be numeric.

	ASR.QSA
	ASR
	QSA
	Number of SALI forms does not match QSA.

	ASR.QSA
	ASR
	QSA
	SALI form(s) prohibited when QSA is zero or blank.

	ASR.QSA
	ASR
	QSA
	Value must be 1 for Ethernet switched port requests with REQTYP E.
The error message is associated with the ASR.QSA FID.

	ASR.QTY
	ASR
	QTY
	Prohibited when the EOD USE field on the EOD Form is “A”.

	ASR.QTY
	ASR
	QTY
	QTY must equal one (1) if Transport NVC or EUS NVC is greater than zero (0).

	ASR.QTY
	ASR
	QTY
	Must be numeric.

	ASR.QTY
	ASR
	QTY
	QTY must equal the number of non-cancelled circuits on the ASR.

	ASR.QTY
	ASR
	QTY
	QTY must be greater than 1 with ACI forms.

	ASR.QTY
	ASR
	QTY
	QTY must be greater than 1 with ARI forms.

	ASR.QTY
	ASR
	QTY
	Number of ARI forms does not match QTY minus 1.

	ASR.QTY
	ASR
	QTY
	QTY must be 1 with MSL forms.

	ASR.QTY
	ASR
	QTY
	Must be 1 when the EVCI field is populated. 

	ASR.QTY
	ASR
	QTY
	ASR.QTY must equal the total number of TCIC(s) present on Trunking and ACI form(s), which is ##.

	ASR.REQTYP1
	ASR
	REQTYP
	Must be populated with a valid value.

	ASR.REQTYP1
	ASR
	REQTYP
	Changing the REQTYP type on SUP 3 or 4 requires cancellation of existing request and a new request issued.

	ASR.REQTYP2
	ASR
	REQTYP
	Must be A or D.

	ASR.REQTYP2
	ASR
	REQTYP
	Must be populated with a valid value.

	ASR.REQTYP2
	ASR
	REQTYP
	Changing the REQTYP type on SUP 3 or 4 requires cancellation of existing request and a new request issued.

	ASR.RPON
	ASR
	RPON
	Required when ACT is N and NAG is populated.

	ASR.RPON
	ASR
	RPON
	Required when ASR TQ field (1st position) is A.

	ASR.RPON
	ASR
	RPON
	Required when the TRANSPORT ATN field is N

	ASR.RPON
	ASR
	RPON
	Required when the TRUNKING REL_TSC field is N.

	ASR.RTR
	ASR
	RTR
	S is prohibited if the ASR ACT field is M or R.

	ASR.RTR
	ASR
	RTR
	Valid numeric value is prohibited when the ASR ACT field is M or R.

	ASR.RTR
	ASR
	RTR
	When the EVCI field is blank, valid values are F, S, 1, 2, 3, 4, 5, 6, 7, 8, 9, 10.

	ASR.RTR
	ASR
	RTR
	F is the only valid value when the EVCI field is A.

	ASR.RTR
	ASR
	RTR
	Must be populated with a valid value.

	ASR.SEI
	ASR
	SEI
	Required when the first position REQTYP is S or E, and the 3rd & 4th positions of the SECNCI are “CX”

	ASR.SEI
	ASR
	SEI
	Required when ASR.EVCI field is populated with a “B”

	ASR.SPEC
	ASR
	SPEC
	Required to be GEOMAX or OWSPI with NC Code provided.

	ASR.SPEC
	ASR
	SPEC
	When SECNCI indicates ENNI then valid value is MOENN

	ASR.SPEC
	ASR
	SPEC
	Required when REQTYP is E or S, ACT = N, and ASR.EVCI field is populated with B

	ASR.SPEC
	ASR
	SPEC
	Required when REQTYP is E or S, ACT = N, ASR.EVCI is blank, and the NC Codes denote a MOE product type

	ASR.SPEC
	ASR
	SPEC
	MOE SPEC code may not be changed to non-MOE SPEC code on SUP. Must cancel and reissue.

	ASR.SPEC
	ASR
	SPEC
	May not be added or removed on a SUP. Must cancel and reissue.

	ASR.SPEC
	ASR
	SPEC
	Non-MOE SPEC code may not be changed to an MOE SPEC code on SUP. Must cancel and reissue.

	ASR.SPEC
	ASR
	SPEC
	Entry in this field must be a minimum of 5 characters.

	ASR.SPEC
	ASR
	SPEC
	Invalid SPEC.

	ASR.SPEC
	ASR
	SPEC
	Invalid SPEC for REQTYP.

	ASR.BILL_TEL
	ASR
	TEL NO
	Must be 10 to 14 numerics.

	ASR.BILL_TEL
	ASR
	TEL NO
	Must be populated with a valid value.

	ASR.TQ
	ASR
	TQ
	Prohibited if ASR.ACTI is not B or C.

	ASR.TQ
	ASR
	TQ
	Prohibited if ASR.REQTYP (1st pos.) is not M or L.

	ASR.TQ
	ASR
	TQ
	Prohibited if ASR.ACT is not C or N.

	ASR.TQ
	ASR
	TQ
	If ACT is “N”, then “Y” is only valid value in position 2 of the TQ field.

	ASR.TQ
	ASR
	TQ
	If position 1 of TQ field is “E”, then only valid value for position 2 is “X”.

	ASR.TQ
	ASR
	TQ
	Valid values for position 1 of the TQ field are A, B, C, D, E, L, M, S, T, U, W or X.

	ASR.TQ
	ASR
	TQ
	Form is prohibited.

	ASR.TQ
	ASR
	TQ
	TQ form(s) required.

	ASR.TQ
	ASR
	TQ
	TQ form(s) prohibited.

	ASR.TQ
	ASR
	TQ
	Form is prohibited when TQ pos 2 is N.

	ASR.TQ
	ASR
	TQ
	Form is required when TQ pos 2 is Y.

	ASR.TQ
	ASR
	TQ
	TQ forms are only valid with a value of E.

	ASR.TSC
	ASR
	TSC
	Required when the REQTYP is M or L and the ACT is C or D and the ASC_EC field is blank.

	ASR.TSC
	ASR
	TSC
	Required when the REQTYP field is M, the ACT field is N, the ACTI field is A or B, and the ASC_EC field is blank.

	ASR.TSC
	ASR
	TSC
	When ICSC is MSxx, TSC positions 1-2 must be AE and positions 3-8 must be populated with numerics.

	ASR.TSC
	ASR
	TSC
	When ICSC is PNxx, TSC positions 1-2 must be AP and positions 3-8 must be populated with numerics.

	ASR.TSC
	ASR
	TSC
	When ICSC is NWxx, TSC positions 1-2 must be AL and positions 3-8 must be populated with numerics.

	ASR.TSC
	ASR
	TSC
	Prohibited when ACT is N and ACTI is C.

	ASR.TSC
	ASR
	TSC
	Invalid TSC.

	ASR.TSP
	ASR
	TSP
	Must be E or 0-5 in the 10th position. Must be 0-5 in the eleventh position

	ASR.TSP
	ASR
	TSP
	TSP2 required when TSP1 is populated

	ASR.TSP
	ASR
	TSP
	TSP2 is prohibited when TSP1 is blank.

	ASR.TSP
	ASR
	TSP
	TSP2 is prohibited when TSP1 is blank.

	ASR.TSP
	ASR
	TSP
	TSP2 required when TSP1 is populated.

	ASR.UNE
	ASR
	UNE
	Prohibited when the CC field is blank.

	ASR.UNE
	ASR
	UNE
	Prohibited when the first position of the REQTYP field is A, W, E, X, V or R.

	ASR.VER
	ASR
	VER
	Ver not increasing.

	ASR.VER
	ASR
	VER
	ASR Should Not Be Duplicate.

	ASR.VER
	ASR
	VER
	Lower case letters not allowed in VER.

	ASR.VER
	ASR
	VER
	Must be populated with a valid value.

	ASR.VTA
	ASR
	VTA
	Required when REQTYP is E or S, ACT = N, and ASR.EVCI field is populated with B

	ASR.VTA
	ASR
	VTA
	Required when REQTYP is E or S, ACT = N, ASR.EVCI is blank, and the NC Codes denote a MOE product type

	ASR.VTA
	ASR
	VTA
	When the REQTYP field is S, E, or R, entry must be 12, 24, 36, 48, 60, 72, 84, 96, 120, or blank.

	ASR.VTA
	ASR
	VTA
	When the REQTYP field is M, entry must be 36 or  60, or blank.

	ASR.VTA
	ASR
	VTA
	When the REQTYP field is V or X, entry must be alphanumeric or blank.

	ASR.VTA
	ASR
	VTA
	Prohibited when the REQTYP field is W or L.

	ASR.VTA
	ASR
	VTA
	Prohibited when the CC field is populated.

	ASR.VTA
	ASR
	VTA
	Prohibited when the WST field is populated.

	ASR.WST
	ASR
	WST
	Required when the first position of TQ is L, M, W, X or C, and the CC field is blank.

	ASR.WST
	ASR
	WST
	Prohibited when the first position of TQ is A, B, D, S, T, U, or 1-9.

	EOD.ACC_TNDM
	EOD
	ACCESS_TANDEM
	Required when the last position of the SECLOC field on the Trunking form is T.

	EOD.ACC_TNDM
	EOD
	ACCESS_TANDEM
	Prohibited when the last position of the SECLOC field on the Trunking form is not T.

	EOD.ACC_TNDM
	EOD
	ACCESS_TANDEM
	CLLI ‘xxxxxxxxxxx’ is not valid.

	EOD.ACC_TNDM
	EOD
	ACCESS_TANDEM
	CLLI must be 8 or 11 characters.

	EOD.ACC_TNDM
	EOD
	ACCESS_TANDEM
	LOSDB not Available.

	EOD.ANI
	EOD
	ANI
	First occurrence is required when the ANI field on the TQCOM form is X.

	EOD.ANI
	EOD
	ANI
	First occurrence is prohibited when the ANI field on the TQCOM form is not X.

	EOD.ANI
	EOD
	ANI
	Valid entries are B, F, R, S or Y.

	EOD.EOFC
	EOD
	END_OFFICE
	First occurrence required.

	EOD.EOFC
	EOD
	END_OFFICE
	Entry of ALL is only allowed when the SECLOC field on the Trunking form ends with T.

	EOD.EOFC
	EOD
	END_OFFICE
	CLLI ‘xxxxxxxxxxx’ is not valid.

	EOD.EOFC
	EOD
	END_OFFICE
	CLLI must be 8 or 11 characters.

	EOD.EOFC
	EOD
	END_OFFICE
	Entry of ALL is only allowed when the SECLOC field on the Trunking form ends with T.

	EOD.EOFC
	EOD
	END_OFFICE
	LOSDB not Available.

	EOD.EOAC
	EOD
	EO_ACT
	For each occurrence, entry of K is prohibited when the SUP field on the ASR form is blank.

	EOD.EOAC
	EOD
	EO_ACT
	At least one occurrence of the EO ACT field must not equal K.

	EOD.EOAC
	EOD
	EO_ACT
	For each occurrence, entry of C is prohibited when the EOD USE field is A, B or C.

	EOD.EOAC
	EOD
	EO_ACT
	Prohibited for all occurrences when EOD USE is A.

	EOD.ORIG
	EOD
	ORIG
	Prohibited when the EOD USE field is B or blank.

	EOD.ORIG
	EOD
	ORIG
	Prohibited when the TRFTYP field does not indicate originating traffic.

	EOD.TERM
	EOD
	TERM
	Optional when EOD USE is A or D, else prohibited.

	EOD.TRFTYP
	EOD
	TRFTYP
	Valid values are identified in the ASOG Practice 014 – End Office Details.

	EOD.TRFTYP
	EOD
	TRFTYP
	See ASOG for correct valid values.

	EOD.TSCE
	EOD
	TSC_EO
	Cannot equal the value in the END OFFICE field.

	-
	EUS
	-
	Form is required.

	EUS.CCEA
	EUS
	CCEA
	Prohibited when the ACT is N or C and the CFA field is populated.

	EUS.CFA_PRI
	EUS
	CFA PRILOC
	CFA channel value of ‘<value from ASR>’ invalid. Must be in form ‘<channel>’ or ‘<startchannel>-<endchannel>’.

	EUS.CFA_PRI
	EUS
	CFA PRILOC
	Must be present when NCI value is 04DS6.44* or 04QB6.33*

	EUS.CFA_PRI
	EUS
	CFA PRILOC
	LOCA must be alphanumeric.

	EUS.CFA_PRI
	EUS
	CFA PRILOC
	LOCZ must be alphanumeric.

	EUS.CFA_PRI
	EUS
	CFA PRILOC
	Channel must be in range of 1-5000.

	EUS.CFA_PRI
	EUS
	CFA PRILOC
	Channel From must be numeric.

	EUS.CFA_PRI
	EUS
	CFA PRILOC
	Channel To must be numeric.

	EUS.CFA_PRI
	EUS
	CFA PRILOC
	Channel From must be specified.

	EUS.CFA_PRI
	EUS
	CFA PRILOC
	Channel From must be a valid number.

	EUS.CFA_PRI
	EUS
	CFA PRILOC
	Channel To must be a valid number.

	EUS.CFA_PRI
	EUS
	CFA PRILOC
	Channel <channel number> busy.

	EUS.CFA_PRI
	EUS
	CFA PRILOC
	Channel <channel number> not found.

	EUS.CFA_PRI
	EUS
	CFA PRILOC
	No information found for the facility and / or channel specified.

	EUS.CFA_PRI
	EUS
	CFA PRILOC
	Host could not be resolved: Validate input CLLI.

	EUS.CFA_PRI
	EUS
	CFA PRILOC
	Host error has occurred: CIV095E-FIND FAILED

	EUS.CFA_PRI
	EUS
	CFA PRILOC
	Facility Designator must be 1-5 alphanumeric characters.

	EUS.CFA_PRI
	EUS
	CFA PRILOC
	Facility Type must be 1-6 alphanumeric characters.

	EUS.CFA_PRI
	EUS
	CFA PRILOC
	Channel must be in range of 1-28

	EUS.CFA_PRI
	EUS
	CFA PRILOC
	LOCA must be 8 or 11 characters.

	EUS.CFA_PRI
	EUS
	CFA PRILOC
	LOCZ must be 8 or 11 characters.

	EUS.CFA_PRI
	EUS
	CFA PRILOC
	CFA value of ‘<user entered value>’ invalid. Must be in form ‘desg/type/channel(-endchannel)/loca/locz’.

	EUS.CFA_PRI
	EUS
	CFA PRILOC
	Channel must be in range of 1-24.

	EUS.CFA_PRI
	EUS
	CFA_PRILOC
	When Channel To is populated, entry must be greater than Channel From.

	EUS.CFA_PRI
	EUS
	CFA_PRILOC
	CFA CLLI codes must be in alphabetical / numerical order.

	EUS.CFA_PRI
	EUS
	CFA_PRILOC
	Duplicate value. Matches <xxx>.

	EUS.CFA_SEC
	EUS
	CFA SECLOC
	Must be present when SECNCI value is 04DS6.44* or 04QB6.33*

	EUS.CFA_SEC
	EUS
	CFA SECLOC
	CFA channel value of ‘<value from ASR>’ invalid. Must be in form ‘<channel>’ or ‘<startchannel>-<endchannel>’.

	EUS.CFA_SEC
	EUS
	CFA SECLOC
	LOCA must be alphanumeric.

	EUS.CFA_SEC
	EUS
	CFA SECLOC
	LOCZ must be alphanumeric.

	EUS.CFA_SEC
	EUS
	CFA SECLOC
	Channel must be in range of 1-5000.

	EUS.CFA_SEC
	EUS
	CFA SECLOC
	Channel From must be numeric.

	EUS.CFA_SEC
	EUS
	CFA SECLOC
	Channel To must be numeric.

	EUS.CFA_SEC
	EUS
	CFA SECLOC
	Channel From must be specified.

	EUS.CFA_SEC
	EUS
	CFA SECLOC
	Channel From must be a valid number.

	EUS.CFA_SEC
	EUS
	CFA SECLOC
	Channel To must be a valid number.

	EUS.CFA_SEC
	EUS
	CFA SECLOC
	Channel <channel number> busy.

	EUS.CFA_SEC
	EUS
	CFA SECLOC
	Channel <channel number> not found.

	EUS.CFA_SEC
	EUS
	CFA SECLOC
	No information found for the facility and / or channel specified.

	EUS.CFA_SEC
	EUS
	CFA SECLOC
	Host could not be resolved: Validate input CLLI.

	EUS.CFA_SEC
	EUS
	CFA SECLOC
	Host error has occurred: CIV095E-FIND FAILED

	EUS.CFA_SEC
	EUS
	CFA SECLOC
	Facility Designator must be 1-5 alphanumeric characters.

	EUS.CFA_SEC
	EUS
	CFA SECLOC
	Facility Type must be 1-6 alphanumeric characters.

	EUS.CFA_SEC
	EUS
	CFA SECLOC
	Channel must be in range of 1-28

	EUS.CFA_SEC
	EUS
	CFA SECLOC
	LOCA must be 8 or 11 characters.

	EUS.CFA_SEC
	EUS
	CFA SECLOC
	LOCZ must be 8 or 11 characters.

	EUS.CFA_SEC
	EUS
	CFA SECLOC
	CFA value of ‘<user entered value>’ invalid. Must be in form ‘desg/type/channel(-endchannel)/loca/locz’.

	EUS.CFA_SEC
	EUS
	CFA SECLOC
	Channel must be in range of 1-24.

	EUS.CFA_SEC
	EUS
	CFA SECLOC
	When Channel To is populated, entry must be greater than Channel From.

	EUS.CFA_SEC
	EUS
	CFA SECLOC
	CFA CLLI codes must be in alphabetical / numerical order.

	EUS.CFA_SEC
	EUS
	CFA SECLOC
	Duplicate value: Matches <xxx>.

	EUS.CKLT
	EUS
	CKLT
	CLLI Must Be Valid

	EUS.CKLT
	EUS
	CKLT
	CLLI ‘xxxxxxxxxxx’ is not valid.

	EUS.CKLT
	EUS
	CKLT
	CLLI must be 8 or 11 characters.

	EUS.CKLT
	EUS
	CKLT
	LOSDB not Available.

	EUS.CPT
	EUS
	CPT
	Must be numeric.

	EUS.CPT
	EUS
	CPT
	Positions 6-10 are prohibited when positions 1-5 are blank0.

	EUS.CTX_TEL
	EUS
	CTX_TEL
	Must be 10 numeric.

	EUS.DIR_PRI
	EUS
	DIR_PRILOC
	Valid values are 1, 2, or 3.

	EUS.DIR_PRI
	EUS
	DIR_PRILOC
	Prohibited when both the PRIADM and CFA (PRILOC) fields are blank.

	EUS.DIR_PRI
	EUS
	DIR_PRILOC
	An entry of 3 is only valid when the FNT field on the ASR is B or C.

	EUS.DIVCKT
	EUS
	DIVCKT
	Required when the SR field is populated and the DIVPON field is blank.

	EUS.DIVPON
	EUS
	DIVPON
	Required when the SR field is populated and the DIVCKT field is blank.

	EUS.DIVPON
	EUS
	DIVPON
	Must be 16 or less characters and can only contain A-Z, 0-9, periods, parentheses, dashes, and blanks.

	EUS.ER_PRI
	EUS
	ER_PRILOC
	Required when S25=A or B.

	EUS.ER_SEC
	EUS
	ER_SECLOC
	Prohibited when the first position of the S25 SECLOC field is not A or B.

	EUS.ER_SEC
	EUS
	ER_SECLOC
	Required when S25=A or B.

	EUS.ER_SEC
	EUS
	ER_SECLOC
	Prohibited when the ASC_EC field on the ASR form is blank.

	EUS.ER_SEC
	EUS
	ER_SECLOC
	Required when the ASC_EC field is populated, and the CKLT and OTC_PRILOC fields on the EUS form are blank.

	EUS.GBTN_PRI
	EUS
	GBTN_PRILOC
	Field is prohibited.

	EUS.GBTN_SEC
	EUS
	GBTN_SECLOC
	Field is prohibited.

	EUS.GCON_PRI
	EUS
	GCON_PRILOC
	Required when the GETO PRILOC field on the EUS form is populated with something other than N, S, U, or W.

	EUS.GCON_SEC
	EUS
	GCON_SECLOC
	Required when the GETO SECLOC field on the EUS form is populated with something other than N, S, U, or W.

	EUS.GETO_PRI
	EUS
	GETO_PRILOC
	W is the only valid value.

	EUS.GETO_SEC
	EUS
	GETO_SECLOC
	W is the only valid value.

	EUS.GTELPRI1
	EUS
	GTEL_PRILOC
	Must be at least 10 numeric.

	EUS.GTELSEC1
	EUS
	GTEL_SECLOC
	Must be at least 10 numeric.

	EUS.HVP
	EUS
	HVP
	Required when REQTYP is E, ACT is N, and the NC Code does not request Ethernet Service, and address validation requires High Voltage Proction

	EUS.L2CPP
	EUS
	L2CPP
	This field is not used and is prohibited.

	EUS.L2CP_ADDR
	EUS
	L2CP-ADDR
	This field is not used and is prohibited.

	EUS.LAGP
	EUS
	LAGP
	AS is the only valid value for this order.

	EUS.LAGP
	EUS
	LAGP
	Required when ASR.LAG is populated with N

	EUS.MUXLOC
	EUS
	MUXLOC
	The MUXLOC field is required when CFA field is populated and CFAU is blank and ACT is N, or C

	EUS.MUXLOC
	EUS
	MUXLOC
	CLLI Must Be Valid

	EUS.MUXLOC
	EUS
	MUXLOC
	CLLI ‘xxxxxxxxxxx’ is not valid.

	EUSMUXLOC
	EUS
	MUXLOC
	LOSDB not Available.

	EUS.MUXLOC
	EUS
	MUXLOC
	CLLI must be 8 or 11 characters.

	EUS.N_U
	EUS
	N/U
	Prohibited when the first position of the REQTYP field is not X.

	EUS.NC
	EUS
	NC
	Invalid for the SPEC code provided.

	EUS.NC
	EUS
	NC
	NC invalid for REQTYP E.

	EUS.NC
	EUS
	NC
	NC is missing.

	EUS.NC
	EUS
	NC
	NC invalid for REQTYP X.

	EUS.NC
	EUS
	NC
	Position 1 and 2 must be A/N. Position 3 and 4 must be A/N plus allow special character of a dash (-).

	EUS.NC
	EUS
	NC
	When NC begins with KP, KQ, or KR, Required REQTYP = S or E

	EUS.NCI
	EUS
	NCI
	Required when the NC field is populated.

	EUS.NCI
	EUS
	NCI
	Prohibited when the NC field is blank.

	EUS.NCI
	EUS
	NCI
	NCI Code Not Found.

	EUS.NCI
	EUS
	NCI
	NCI/SECNCI code not valid. Characters 7,8,9 must be alphanumeric.

	EUS.NCI
	EUS
	NCI
	Invalid NCI when CFA is present and NC starts with HC.

	EUS.NSL
	EUS
	NSL
	Must be numeric.

	EUS.NSL
	EUS

	NSL
	Must be numeric or blank.

	EUS.NSL
	EUS
	NSL
	Number of MSL forms does not match NSL.

	EUS.NSL
	EUS
	NSL
	MSL form(s) prohibited when NSL is zero or blank.

	EUS.NVC
	EUS
	NVC
	Optional when 1st position of the REQTYP field is “X”, else prohibited.

	EUS.NVC
	EUS
	NVC
	Must be numeric or blank.

	EUS.NVC
	EUS
	NVC
	Number of VC forms does not match NVC.

	EUS.NVC
	EUS
	NVC
	VC form(s) prohibited when NVC is zero or blank.

	EUS.PRI_ADM
	EUS
	PRI_ADM
	CLLI ‘xxxxxxxxxxx’ is not valid.

	EUS.PRI_ADM
	EUS
	PRI_ADM
	CLLI must be 8 or 11 characters.

	EUS.PRI_ADM
	EUS
	PRI_ADM
	LOSDB not Available.

	EUS.PRILOC
	EUS
	PRILOC
	Valid entries for the first position are C or E.

	EUS.PRILOC
	EUS
	PRILOC
	If the first position is E the remaining positions must be blank.

	EUS.PRILOC
	EUS
	PRILOC
	CLLI Must Be Valid

	EUS.PRILOC
	EUS
	PRILOC
	CLLI ‘xxxxxxxxxxx’ is not valid.

	EUS.PRILOC
	EUS
	PRILOC
	CLLI must be 8 or 11 characters.

	EUS.PRILOC
	EUS
	PRILOC
	SALI form is required when PRILOC pos 1 is E.

	EUS.PRILOC
	EUS
	PRILOC
	SALI form is prohibited when PRILOC pos 1 is not E.

	EUS.PRILOC
	EUS
	PRILOC
	InterLATA service may not be requested on an ASR.

	EUS.SDIR
	EUS
	SDIR
	Prohibited when the both the SECADM and CFA (SECLOC) fields are blank.

	EUS.SEC_ADM
	EUS
	SEC_ADM
	Optional when the FNT field on the ASR is populated and the ACT is N, C, or T, otherwise prohibited.

	EUS.SEC_ADM
	EUS
	SEC_ADM
	CLLI ‘xxxxxxxxxxx’ is not valid.

	EUS.SEC_ADM
	EUS
	SEC_ADM
	CLLI must be 8 or 11 characters.

	EUS.SEC_ADM
	EUS
	SEC_ADM
	LOSDB not Available.

	EUS.SECLOC
	EUS
	SECLOC
	1st position of SECLOC field must be E followed by blanks or C followed by a CLLI Code.

	EUS.SECLOC
	EUS
	SECLOC
	CLLI ‘xxxxxxxxxxx’ is not valid.

	EUS.SECLOC
	EUS
	SECLOC
	CLLI must be 8 or 11 characters.

	EUS.SECLOC
	EUS
	SECLOC
	SALI form is required when SECLOC pos 1 is E.

	EUS.SECLOC
	EUS
	SECLOC
	SALI form is prohibited when SECLOC pos 1 is not E.

	EUS.SECLOC
	EUS
	SECLOC
	SECLOC SALI form is prohibited on END_USER_VC request.

	EUS.SECLOC
	EUS
	SECLOC
	InterLATA service may not be requested on an ASR.

	EUS.SECLOC
	EUS
	SECLOC
	When WACD1 is populated the SECLOC must start with C

	EUS.SECNCI
	EUS
	SECNCI
	Invalid for ENNI service.

	EUS.SECNCI
	EUS
	SECNCI
	Prohibited when the NC field is blank.

	EUS.SECNCI
	EUS
	SECNCI
	Prohibited when the NSL field is populated.

	EUS.SECNCI
	EUS
	SECNCI
	Required when ACT on ASR screen is N, or C or T and position 1 of SECLOC on EUS screen is E.

	EUS.SECNCI
	EUS
	SECNCI
	NC/NCI Code Must Be Valid

	EUS.SECNCI
	EUS
	SECNCI
	Prohibited when the NC field is blank.

	EUS.SECNCI
	EUS
	SECNCI
	SECNCI Code Not Found.

	EUS.SECNCI
	EUS
	SECNCI
	NCI/SECNCI code not valid. Characters 7,8,9 must be alphanumeric.

	EUS.SECNCI
	EUS
	SECNCI
	Invalid SECNCI when SCFA is present and NC starts with HC.

	EUS.SECTLV
	EUS
	SECTLV
	Valid values for position seven are + or -.

	EUS.SECTLV
	EUS
	SECTLV
	R is the only valid value for position 12.

	EUS.SECTLV
	EUS
	SECTLV
	Positions 1- 6 are prohibited when position 8 or 11 of the SECNCI is not I.

	EUS.SECTLV
	EUS
	SECTLV
	Positions 7 – 12 are prohibited when position 9 or 12 of the SECNCI is not I.

	EUS.SECTLV
	EUS
	SECTLV
	Valid values for position one are + or -.

	EUS.SECTLV
	EUS
	SECTLV
	T is the only valid value for position 6.

	EUS.SFNI
	EUS
	SFNI
	Reqd when ACT is N or C, UNE is blank, 1st 2 char of CFA (SECLOC) is HN or GM and 1st char of 2nd delimited position is W or OC, otherwise prohibited.

	EUS.SMUXLOC
	EUS
	SMUXLOC
	Required when CFA (SECLOC) is populated, CFAU (SECLOC) is blank, and ACT is N, C, or T.

	EUS.SMUXLOC
	EUS
	SMUXLOC
	Prohibited when the CFA (SECLOC) field is blank.

	EUS.SMUXLOC
	EUS
	SMUXLOC
	Reqd when UNE is blank,1st 2 char of CFA(SECLOC) are HN or GM, 1st char of 2nd delimited position is W or OC and ACT N, C or T, otherwise optional.

	EUS.SMUXLOC
	EUS
	SMUXLOC
	CLLI ‘xxxxxxxxxxx’ is not valid.

	EUS.SMUXLOC
	EUS
	SMUXLOC
	CLLI must be 8 or 11 characters.

	EUS.SMUXLOC
	EUS
	SMUXLOC
	LOSDB not Available.

	EUS.SR
	EUS
	SR
	Required when the DIVCKT or DIVPON field is populated.

	EUS.SR
	EUS
	SR
	Prohibited when the DIVCKT and DIVPON fields are blank.

	EUS.SR
	EUS
	SR
	If the user populates any position of this field incorrectly, the system shall reject the ASR with an error message: “If any position is populated, pos 1 & 3 must be A, B, C, D, E, F, G, H, J, K, L, M, N, or X and pos 2 must be 1, 2, 3, 4, 5, 6, 7, N, or X.”

	EUS.SSS
	EUS
	SSS
	Prohibited when the BSA field on the ASR form is blank.

	EUS.SSS
	EUS
	SSS
	Prohibited when the ACT field is D, M, T, or R.

	EUS.TLV
	EUS
	TLV
	Positions 1 – 6 are required when the ACT field is N, C or T and position 8 or 11 of the NCI field is I.

	EUS.TLV
	EUS
	TLV
	T is the only valid value for position 6.

	EUS.TLV
	EUS
	TLV
	R is the only valid value for position 12.

	EUS.TLV
	EUS
	TLV
	Positions 7 – 12 are required when the ACT field is N, C or T and position 9 or 12 of the NCI field is I.

	EUS.TLV
	EUS
	TLV
	Positions 7 – 12 are prohibited when position 9 or 12 of the NCI is not I.

	EUS.TLV
	EUS
	TLV
	Positions 1- 6 are prohibited when position 8 or 11 of the NCI is not I.

	EUS.TLV
	EUS
	TLV
	Valid values for position one are + or -.

	EUS.TLV
	EUS
	TLV
	Valid values for position seven are + or -.

	EUS.TRF
	EUS
	TRF
	Prohibited when the ACT field is M or D.

	EUS.UNI_MSFS
	EUS
	UNI-MSFS
	This field is not used and is prohibited.

	EUS.WACD1
	EUS
	WACD1
	When WACD1 is populated the SECLOC must start with C

	EVC.ASN
	EVC
	ASN
	If the ASN is populated the VPN-ID field is required

	EVC.AUNT
	EVC
	AUNT
	At least 1 AUNT field must be populated when EVCI is B.

	EVC.AUNT
	EVC
	AUNT
	Prohibited when EVCI is A.

	EVC.BCF_I
	EVC
	BCF-I
	This field is not used and is prohibited.

	EVC.BUM_FD
	EVC
	BUM-FD
	This field is not used and is prohibited.

	EVC.CBS_I
	EVC
	CBS-i
	This field is not used and is prohibited.

	EVC.CEV_CP
	EVC
	CEV-CP
	This field is not used and is prohibited.

	EVC.CEV_P
	EVC
	CEV-P
	This field is not used and is prohibited.

	EVC.CEVLAN
	EVC
	CEVLAN
	Required when the associated NCI field on the EVC Form specifies a VLAN based map and the UACT field is C, D, or R.

	EVC.CEVLAN
	EVC
	CEVLAN
	Numbers in CE-VLAN fields cannot be duplicated or overlap

	EVC.CEVLAN
	EVC
	CEVLAN
	Required when REQTYP is E or S, ACT is N, EVCI is B, SPEC is either SVCSP or SVCMUX.

	EVC.CEVLAN
	EVC
	CEVLAN
	Prohibited when NCI code specifies VLAN based mapping and UACT is N.


	EVC.CE_VLAN_END
	EVC
	CE-VLAN_END
	End value must be greater than start value.

	EVC.CE_VLAN_END
	EVC
	CE-VLAN_END
	An end value is prohibited when a start value is not present.

	EVC.CE_VLAN_STARR
	EVC
	CE-VLAN_START
	Valid values are 0001-4095.

	EVC.CE_VLAN_START
	EVC
	CE-VLAN_START
	Required with the associated UACT field is C, D, or R.

	EVC.CE_VLAN_START
	EVC
	CE-VLAN_START
	Start value must be less than end value.

	EVC.CE_VLAN_START
	EVC
	CE-VLAN_START
	A start value must be entered when an end value is present.

	EVC.CIR_I
	EVC
	CIR-I
	This field is not used and is prohibited.

	EVC.CMI_I
	EVC
	CMI-I
	This field is not used and is prohibited.

	EVC.DSCP
	EVC
	DSCP
	Prohibited when the associated LREF field is blank.

	EVC.DSCP
	EVC
	DSCP
	Prohibited when the associated TOS field is populated.

	EVC.DSCP
	EVC
	DSCP
	Must be populated with 6 or 12 numeric values of 0s or 1s.

	EVC.EBS_I
	EVC
	EBS-I
	This field is not used and is prohibited.

	EVC.EIR_I
	EVC
	EIR-I
	This field is not used and is prohibited.

	EVC.EVCID
	EVC
	EVCID
	Required when the ACT field on the ASR Form is C, D or R.

	EVC.EVCSP
	EVC
	EVCSP
	EVCSP must be 11 characters

	EVC.EVCSP
	EVC
	EVCSP
	Required when UACT is N, C or R, AUNT field is not populated and the associated RUID terminates at an Ethernet switched port

	EVC.L2CP
	EVC
	L2CP
	Required for TLS Port configuration and the 5th position must be T.

	EVC.L2CP
	EVC
	L2CP
	Required for TLS Plus Port configuration and the 2nd and 5th position must be T.

	EVC.LOS
	EVC
	LOS
	Prohibited when the LREF field is blank.

	EVC.LOS
	EVC
	LOS
	Prohibited when the associated SPEC field on the EVC form is populated.

	EVC.LOS
	EVC
	LOS
	Required when the associated LOSACT field is N or C.

	EVC.LOSACT
	EVC
	LOSACT
	Prohibited when the associated LREF field is blank.

	EVC.LREF
	EVC
	LREF
	Entry in any LREF-related field is prohibited when the associated UACT field is not C, N, or R.

	EVC.LREF
	EVC
	LREF
	LREFs must be unique on an initial ASR.

	EVC.LREF
	EVC
	LREF
	LREF values must begin with 1 on an initial ASR.

	EVC.LREF
	EVC
	LREF
	LREF values must be assigned from lowest to highest.

	EVC.LREF
	EVC
	LREF
	On an initial request, LREF values must be assigned consecutively from lowest to highest.

	EVC.MSFS
	EVC
	MSFS
	This field is not used and is prohibited.

	EVC.NC
	EVC
	NC
	Entry must be VLP-, VLM-, or VLC-.

	EVC.NC
	EVC
	NC
	System Unavailable, [;ease try again later.

	EVC.NC
	EVC
	NC
	NC Format Error.

	EVC.NC
	EVC
	NC
	NC data problem.

	EVC.NC
	EVC
	NC
	No Match.

	EVC.NC
	EVC
	NC
	When NC begins with KP, KQ, or KR, Required REQTYP = S or E

	EVC.NCI
	EVC
	NCI
	System Unavailable, please try again later.

	EVC.NCI
	EVC
	NCI
	NCI Format  Error.

	EVC.NCI
	EVC
	NCI
	No Match.

	EVC.NUT
	EVC
	NUT
	The value in the NUT field must equal the number of UREFs on the ASR.

	EVC.NUT
	EVC
	NUT
	Value must be greater than or equal to 1 when the ACT field is N and the EVCI field is A.

	EVC.NUT
	EVC
	NUT
	Required when EVCI is populated.

	EVC.NUT
	EVC
	NUT
	Value must be greater than or equal to 2 when EVCI field is B.

	EVC.OTC
	EVC
	OTC
	OTC field prohibited

	EVC.RL
	EVC
	RL
	Required when ACT is N and the NC code on the EVC form is VLR-.

	EVC.RL
	EVC
	RL
	Prohibited when ACT is M or T.

	EVC.RPON
	EVC
	RPON
	Prohibited when the UACT field is C, D, or R.

	
	
	
	

	EVC.RUID
	EVC
	RUID
	Required when the UACT field is C, D, or R.

	EVC.RUID
	EVC
	RUID
	Required when the associated UREF field is populated and the associated RPON and the associated AUNT fields on the EVC form are not populated.

	EVC.RUID
	EVC
	RUID
	RUID and RPON may not both be populated.

	EVC.SPEC
	EVC
	SPEC
	Prohibited when the associated LREF field is blank.

	EVC.SPEC
	EVC
	SPEC
	Prohibited when the associated LOS field is populated.

	EVC.SPEC
	EVC
	SPEC
	Invalid SPEC for REQTYP.

	EVC.SPEC
	EVC
	SPEC
	Value must be unique within the UREF.

	EVC.SVACT
	EVC
	S-VACT
	SVACT may be blank

	EVC.SVACT
	EVC
	S-VACT
	When SVACT = N and the S-VLAN field is blank, it indicates that the customer is requesting CenturyLink assign S-VLAN value.

	EVC.SVLAN_END
	EVC
	S-VLAN
	Start value must be less then end value.

	EVC.SVLAN_END
	EVC
	S-VLAN
	A start value must be present when an end value is present.

	EVC.SVLAN_END
	EVC
	S-VLAN
	An end value is prohibited when a start value is not present.

	EVC.SVLAN_END
	EVC
	S-VLAN
	Numbers in S-VLAN fields cannot be duplicated or overlap

	EVC.SVLAN_START
	EVC
	SVLAN
	Start value must be less then end value.

	EVC.SVLAN_START
	EVC
	SVLAN
	A start value must be present when an end value is present.

	EVC.SVLAN_START
	EVC
	SVLAN
	An end value is prohibited when a start value is not present.

	EVC.SVLAN_START
	EVC
	SVLAN
	Numbers in S-VLAN fields cannot be duplicated or overlap

	EVC.SVP
	EVC
	SVP
	Two (2) UREF occurrences must be present when populated.

	EVC.SVP
	EVC
	SVP
	Prohibited when RUID does not indicate ENNI.

	EVC.TOS
	EVC
	TOS
	Prohibited when the associated LREF field is blank.

	EVC.TOS
	EVC
	TOS
	Prohibited when the associated DSCP field is populated.

	EVC.UACT
	EVC
	UACT
	Prohibited when the associated UREF field is blank.

	EVC.UACT
	EVC
	UACT
	Value must match ASR ACT when EVCI is B.

	EVC.UACT
	EVC
	UACT
	Value must match ASR ACT or K when EVCI is B.

	EVC.UREF
	EVC
	UREF
	UREFs must be unique on an initial ASR.

	EVC.UREF
	EVC
	UREF
	UREF values must be assigned from lowest to highest.

	EVC.UREF
	EVC
	UREF
	UREF values must begin with 01 on an initial ASR.

	EVC.UREF
	EVC
	UREF
	Required when EVCI is populated.

	EVC.VACT
	EVC
	VACT
	Required when CE-VLAN is populated

	EVC.VACT
	EVC
	VACT
	VACT prohibited when CE-VLAN is blank.

	EVC.VPNID
	EVC
	VPN-ID
	Required when ordering EVC.SPEC = BGPLU and ASN is populated and all of the associated S-VLAN fields are not populated.

	EVC.VPNID
	EVC
	VPN-ID
	The range must be 0 (zero) to 4294967295. This is the only valid range.

	-
	FGA
	-
	Form is required.

	FGA.ASU
	FGA
	ASU
	Prohibited when the ACT field is D, M, T, or R.

	FGA.CAD
	FGA
	CAD
	Prohibited when the ACT field is D, M, T, or R.

	FGA.CFA
	FGA
	CFA
	Required when the first position of the LTP field on the ASR form is E or F and the ACT field is N or C.

	FGA.CFA
	FGA
	CFA
	CFA channel value of ‘<value from ASR>’ invalid. Must be in form ‘<channel>’ or ‘<startchannel>-<endchannel>’.

	FGA.CFA
	FGA
	CFA
	LOCA must be alphanumeric.

	FGA.CFA
	FGA
	CFA
	LOCZ must be alphanumeric.

	FGA.CFA
	FGA
	CFA
	Channel must be in range of 1-5000.

	FGA.CFA
	FGA
	CFA
	Channel From must be numeric.

	FGA.CFA
	FGA
	CFA
	Channel To must be numeric.

	FGA.CFA
	FGA
	CFA
	Channel From must be specified.

	FGA.CFA
	FGA
	CFA
	Channel From must be a valid number.

	FGA.CFA
	FGA
	CFA
	Channel To must be a valid number.

	FGA.CFA
	FGA
	CFA
	Channel <channel number> busy.

	FGA.CFA
	FGA
	CFA
	Channel <channel number> not found.

	FGA.CFA
	FGA
	CFA
	No information found for the facility and / or channel specified.

	FGA.CFA
	FGA
	CFA
	Host could not be resolved: Validate input CLLI.

	FGA.CFA
	FGA
	CFA
	Host error has occurred: CIV095E-FIND FAILED

	FGA.CFA
	FGA
	CFA
	Facility Designator must be 1-5 alphanumeric characters.

	FGA.CFA
	FGA
	CFA
	Facility Type must be 1-6 alphanumeric characters.

	FGA.CFA
	FGA
	CFA
	Channel must be in range of 1-28

	FGA.CFA
	FGA
	CFA
	LOCA must be 8 or 11 characters.

	FGA.CFA
	FGA
	CFA
	LOCZ must be 8 or 11 characters.

	FGA.CFA
	FGA
	CFA
	CFA value of ‘<user entered value>’ invalid. Must be in form ‘desg/type/channel(-endchannel)/loca/locz’.

	FGA.CFA
	FGA
	CFA
	Channel must be in range of 1-24.

	FGA.CFA
	FGA
	CFA
	When Channel To is populated, entry must be greater than Channel From.

	FGA.CFA
	FGA
	CFA
	CFA CLLI codes must be in alphabetical / numerical order.

	FGA.CFA
	FGA
	CFA
	Duplicate value, Matches <xxx>.

	FGA.CFW
	FGA
	CFW
	Prohibited when the ACT field is D, M, T or R.

	FGA.CND
	FGA
	CND
	Prohibited when the ACT field is D, M, T, or R.

	FGA.CPT1
	FGA
	CPT
	Prohibited when the ACT field is D, M, T or R .

	FGA.CPT1
	FGA
	CPT
	Prohibited when the FNI field on the ASR form is blank.

	FGA.CPT1
	FGA
	CPT
	Must be numeric.

	FGA.CPT2
	FGA
	CPT
	Prohibited when CPT1 is blank.

	FGA.CWG
	FGA
	CWG
	Prohibited when the ACT field is D, M, T, or R.

	FGA.DID
	FGA
	DID
	Prohibited when the ACT field is D. M, T or R.

	FGA.DID
	FGA
	DID
	Prohibited when the BSA field on the ASR form is blank.

	FGA.DID
	FGA
	DID
	Valid entries position 2 are 0-9.

	FGA.DID
	FGA
	DID
	Valid entries in position 3 are 1-9.

	FGA.DRL
	FGA
	DRL
	Prohibited when the ACT field is D, M, or T.

	FGA.DTEL
	FGA
	DTEL
	Prohibited when the ACT field is D, M, T or R.

	FGA.DTEL
	FGA
	DTEL
	Must be 10 numeric.

	FGA.EUTEL
	FGA
	EUTEL
	Prohibited when the EUCON field is blank.

	FGA.EUTEL
	FGA
	EUTEL
	Must be at least 10 numerics.

	FGA.GETO
	FGA
	GETO
	O is the only valid entry.

	FGA.HBAN
	FGA
	HBAN
	Required when CFA field on the FGA form is populated.

	FGA.HBAN
	FGA
	HBAN
	Required when CFA field on the FGA form is populated.

	FGA.HPF
	FGA
	HPF
	Prohibited when the HNTYP field is not PF, PO or CP.

	FGA.HWL
	FGA
	HWL
	Prohibited when the ACT field is D, M, T or R.

	FGA.IEX
	FGA
	IEX
	Prohibited when the ACT field is D, M, T or R.

	FGA.FIMPTEL
	FGA
	FIMPTEL
	Cannot contain the same value as the IMPCON TEL NO field on the ASR form.

	FGA.FIMPTEL
	FGA
	FIMPTEL
	Must be at least 10 numeric.

	FGA.LPIC
	FGA
	LPIC
	Must be 4 alpha/numeric characters.

	FGA.MBA
	FGA
	MBA
	Prohibited when the ACT field is D, M, T or R.

	FGA.MUXLOC
	FGA
	MUXLOC
	Required when CFA is populated and ACT is N or C.

	FGA.MUXLOC
	FGA
	MUXLOC
	CLLI ‘xxxxxxxxxxx’ is not valid.

	FGA.MUXLOC
	FGA
	MUXLOC
	CLLI must be 8 or 11 characters.

	FGA.MUXLOC
	FGA
	MUXLOC
	LOSDB not Available.

	FGA.MUXLOC
	FGA
	MUXLOC
	CLLI Must Be Valid

	FGA.MUXLOC
	FGA
	MUXLOC
	Required when the REQTYP is A and the 4th position of the NC1 field is G, otherwise optional.

	FGA.MWI
	FGA
	MWI
	Prohibited when the ACT field is D, M, T or R.

	FGA.NC
	FGA
	NC
	Prohibited when the ACT field is D, M, T or R.

	FGA.NC
	FGA
	NC
	NC/NCI Code Must Be Valid

	FGA.NC
	FGA
	NC
	NC invalid for REQTYP A.

	FGA.NC
	FGA
	NC
	NC is missing.

	FGA.MCI
	FGA
	NCI
	NCI/SECNCI code not valid.  Characters 7,8,9 must be alphanumeric.

	FGA.NCI
	FGA
	NCI
	Prohibited when the NC field is blank.

	FGA.NCI
	FGA
	NCI
	Required when the NC field is populated.

	FGA.NCI
	FGA
	NCI
	Prohibited when the NC field is blank.

	FGA.NCI
	FGA
	NCI
	NCI Code Not Found.

	FGA.NHNI
	FGA
	NHNI
	Prohibited when the ACT field is D, M, T or R.

	FGA.NSL
	FGA
	NSL
	Number of MSL forms does not match NSL.

	FGA.NSL
	FGA
	NSL
	MSL form(s) prohibited when NSL is zero or blank.

	FGA.NSL
	FGA
	NSL
	Prohibited when AFO1 field on the ASR form is populated.

	FGA.NSL
	FGA
	NSL
	Prohibited when AFO3 field on the ASR form is populated.

	FGA.NSL
	FGA
	NSL
	Must be numeric.

	FGA.PDN
	FGA
	PDN
	Must be 10 numeric.

	FGA.PDN
	FGA
	PDN
	Prohibited when the ASR ACT field is D, M, T, or R.

	FGA.PIC
	FGA
	PIC
	When populated, the first 3 characters and the last 3 characters must be populated.

	FGA.QUE
	FGA
	QUE
	Prohibited when the HNTYP field is blank.

	FGA.QUE
	FGA
	QUE
	If HNTYP field equals RG or UD, R is prohibited in this field.

	FGA.QUE
	FGA
	QUE
	If HNTYP field equals RG or UD, R is prohibited in this field.

	FGA.RCF
	FGA
	RCF
	Prohibited when the ACT field is D, M, T or R.

	FGA.RECCKT
	FGA
	RECCKT
	Prohibited when the ACT field is N, C, M, T or R.

	FGA.REMARKS
	FGA
	REMARKS
	REMARKS field requires an entry if the GETO field is populated, else optional.

	FGA.SCD
	FGA
	SCD
	Prohibited when the ACT field is D, M, T or R.

	FGA.SCFA
	FGA
	SCFA
	Prohibited when the CFA field is blank.

	FGA.SCFA
	FGA
	SCFA
	CFA channel value of ‘<value from ASR>’ invalid. Must be in form ‘<channel>’ or ‘<startchannel>-<endchannel>’.

	FGA.SCFA
	FGA
	SCFA
	LOCA must be alphanumeric.

	FGA.SCFA
	FGA
	SCFA
	LOCZ must be alphanumeric.

	FGA.SCFA
	FGA
	SCFA
	Channel must be in range of 1-5000.

	FGA.SCFA
	FGA
	SCFA
	Channel From must be numeric.

	FGA.SCFA
	FGA
	SCFA
	Channel To must be numeric.

	FGA.SCFA
	FGA
	SCFA
	Channel From must be specified.

	FGA.SCFA
	FGA
	SCFA
	Channel From must be a valid number.

	FGA.SCFA
	FGA
	SCFA
	Channel To must be a valid number.

	FGA.SCFA
	FGA
	SCFA
	Channel <channel number> busy.

	FGA.SCFA
	FGA
	SCFA
	Channel <channel number> not found.

	FGA.SCFA
	FGA
	SCFA
	No information found for the facility and / or channel specified.

	FGA.SCFA
	FGA
	SCFA
	Host could not be resolved: Validate input CLLI.

	FGA.SCFA
	FGA
	SCFA
	Host error has occurred: CIV095E-FIND FAILED

	FGA.SCFA
	FGA
	SCFA
	Facility Designator must be 1-5 alphanumeric characters.

	FGA.SCFA
	FGA
	SCFA
	Facility Type must be 1-6 alphanumeric characters.

	FGA.SCFA
	FGA
	SCFA
	Channel must be in range of 1-28

	FGA.SCFA
	FGA
	SCFA
	LOCA must be 8 or 11 characters.

	FGA.SCFA
	FGA
	SCFA
	LOCZ must be 8 or 11 characters.

	FGA.SCFA
	FGA
	SCFA
	CFA value of ‘<user entered value>’ invalid. Must be in form ‘desg/type/channel(-endchannel)/loca/locz’.

	FGA.SCFA
	FGA
	SCFA
	Channel must be in range of 1-24.

	FGA.SCFA
	FGA
	SCFA
	When Channel To is populated, entry must be greater than Channel From.

	FGA.SCFA
	FGA
	SCFA
	CFA CLLI codes must be in alphabetical / numerical order.

	FGA.SCFA
	FGA
	SCFA
	Duplicate value. Matches <xxx>.

	FGA.SCFA
	FGA
	SCFA
	SCFA facility must match channel assignment in CFA field.

	FGA.SECLOC
	FGA
	SECLOC
	CLLI ‘xxxxxxxxxxx’ is not valid.

	FGA.SECLOC
	FGA
	SECLOC
	CLLI must be 8 or 11 characters.

	FGA.SECLOC
	FGA
	SECLOC
	SALI form is required when SECLOC pos 1 is E.

	FGA.SECLOC
	FGA
	SECLOC
	SALI form is prohibited when SECLOC pos 1 is not E.

	FGA.SECLOC
	FGA
	SECLOC
	LOSDB not Available.

	FGA.SECLOC
	FGA
	SECLOC
	InterLATA service may not be requested on an ASR.

	FGA.SECTLV
	FGA
	SECTLV
	Prohibited when the ACT field is D, M, T or R.

	FGA.SECTLV
	FGA
	SECTLV
	Valid values for position one are + or -.

	FGA.SECTLV
	FGA
	SECTLV
	Valid values for position seven are + or -.

	FGA.SECTLV
	FGA
	SECTLV
	R is the only valid value for position 12.

	FGA.SECTLV
	FGA
	SECTLV
	T is the only valid value for position 6.

	FGA.SMDI
	FGA
	SMDI
	Prohibited when the ACT field is D, M, T or R.

	FGA.SPC
	FGA
	SPC
	Prohibited when the ACT field is D, M, T or R.

	FGA.TBE
	FGA
	TBE
	Prohibited when the ACT field is M, D or T.

	FGA.TLV
	FGA
	TLV
	R is the only valid value for position 12.

	FGA.TLV
	FGA
	TLV
	Valid values for position seven are + or -.

	FGA.TLV
	FGA
	TLV
	Positions 7 – 12 are required when the ACT field is N or C and position 9 or 12 of the NCI field is I.

	FGA.TLV
	FGA
	TLV
	Positions 1 – 6 are prohibited when position 8 or 11 of the NCI field is not I.

	FGA.TLV
	FGA
	TLV
	Positions 7 – 12 are prohibited when position 9 or 12 of the NCI field is not I.

	FGA.TLV
	FGA
	TLV
	Valid values for position one are + or -.

	FGA.TLV
	FGA
	TLV
	T is the only valid value for position 6.

	FGA.TNC_PER
	FGA
	TNC PER
	Date prior to 19800101 not allowed.

	FGA.TNC_PER
	FGA
	TNC PER
	<xxx> must be today’s date or later.

	FGA.TNC_PER
	FGA
	TNC_PER
	Date is invalid.

	FGA.TNC_TO
	FGA
	TNC_TO
	Must be 10 numeric or TBA.

	FGA.TWC
	FGA
	TWC
	Prohibited when the ACT field is D, M, T or R.

	MEC.ASRNOASC
	MEC
	ASR_NO
	Cannot be greater than 10 characters.

	MEC.BANASCEC
	MEC
	BAN_ASC_EC
	If first character is alpha, the only valid entries are N, E or NB.

	MEC.HBANASC
	MEC
	HBAN_ASC_EC
	If the first character is alpha, the only valid value is E.

	MEC.ICSCPNUM
	MEC
	ICSC_OEC_PNUM
	The ICSC (OEC PNUM) must match one of the OEC ICSC codes entered.

	MEC.ICSC
	MEC
	ICSC
	No CenturyLink (formerly Qwest) ICSC code allowed in OEC Section when CenturyLink (formerly Qwest) is ASC EC.

	MEC.ICSC
	MEC
	ICSC_OEC
	First occurrence is required.

	MEC.ICSC
	MEC
	ICSC_OEC
	Occurrences 2 – 182 are prohibited when the first occurrence is blank.

	MEC.OECPNUM
	MEC
	OECPNUM
	Prohibited when the associated ICSC code is blank.

	MEC.OECPSD
	MEC
	OECPSD
	Prohibited when the associated OECPNUM field is blank.

	-
	MSL
	-
	ACI and MSL forms are not allowed together.

	MSL.LGCKLT
	MSL
	CKLT
	CLLI ‘xxxxxxxxxxx’ is not valid.

	MSL.LGCKLT
	MSL
	CKLT
	CLLI must be 8 or 11 characters.

	MSL.LGCKLT
	MSL
	CKLT
	LOSDB not Available.

	MSL.ER
	MSL
	ER
	When populated, valid values are 1 through 7.

	MSL.ER
	MSL
	ER
	Required when S25C=A or B.

	MSL.GBTN
	MSL
	GBTN
	Prohibited.

	MSL.GCON
	MSL
	GCON
	Required when the GETO field on the MSL form is populated with something other than N, S, U, or W.

	MSL.GETO
	MSL
	GETO
	W is the only valid value.

	MSL.GTEL
	MSL
	GTEL
	Prohibited when the GCON field is blank.

	MSL.GTEL
	MSL
	GTEL
	Must be 10 to 14 numerics.

	MSL.MST
	MSL
	MST
	Entry of M is prohibited for MST when the MST field on the EUS or Transport form is M.

	MSL.MST
	MSL
	MST
	Entry of M is only allowed in one of the MST fields on one of the MSL, EUS or Transport forms.

	MSL.LGNC
	MSL
	NC
	Must be equal to the NC field on the service specific form.

	MSL.LGNC
	MSL
	NC
	NC/NCI Code Must Be Valid

	MSL.LGNC
	MSL
	NC
	NC is missing.

	MSL.LGNC
	MSL
	NC
	NC invalid for REQTYP A.

	MSL.LGNC
	MSL
	NC
	NC invalid for REQTYP E.

	MSL.LGNC
	MSL
	NC
	NC invalid for REQTYP S.

	MSL.LGNC
	MSL
	NC
	NC invalid for REQTYP W.

	MSL.LGSCNCI
	MSL
	SECNCI
	SECNCI Code Not Found.

	MSL.LGSCNCI
	MSL
	SECNCI
	SECNCI prohibited for REQTYP A but SECNCI is populated.

	MSL.LGSCNCI
	MSL
	SECNCI
	NCI/SECNCI code not valid. 6th character must be a period.

	MSL.LGSCNCI
	MSL
	SECNCI
	Required when the LEGACT field is N or C and the first position of the SECLOC field is E.

	MSL.LGSCNCI
	MSL
	SECNCI
	NC/NCI Code Must Be Valid

	MSL.SECTLV
	MSL
	SECTLV
	R is the only valid value for position 12.

	MSL.SECTLV
	MSL
	SECTLV
	Positions 1 through 6 are prohibited when position 8 or 11 of the SECNCI field is not I.

	MSL.SECTLV
	MSL
	SECTLV
	Positions 7 through 12 are prohibited when position 9 or 12 of the SECNCI field is not I.

	MSL.SECTLV
	MSL
	SECTLV
	Prohibited when the LEGACT field is D, K, M, R or blank.

	MSL.SECTLV
	MSL
	SECTLV
	Valid values for position one are + or -.

	MSL.SECTLV
	MSL
	SECTLV
	Valid values for position seven are + or -.

	MSL.SECTLV
	MSL
	SECTLV
	T is the only valid value for position 6.

	MSL.TRF
	MSL
	TRF
	Prohibited when the LEGACT field is D, K, M or blank.

	MSL.OTC
	MSL
	OTC
	Prohibited when the ASC EC field on the ASR form is blank.

	MSL.REFNUM
	MSL
	REFNUM
	Must be 2 – 9999.

	MSL.SCFA
	MSL
	SCFA
	CFA channel value of ‘<value from ASR>’ invalid. Must be in form ‘<channel>’ or ‘<startchannel>-<endchannel>’.

	MSL.SCFA
	MSL
	SCFA
	LOCA must be alphanumeric.

	MSL.SCFA
	MSL
	SCFA
	LOCZ must be alphanumeric.

	MSL.SCFA
	MSL
	SCFA
	Channel must be in range of 1-5000.

	MSL.SCFA
	MSL
	SCFA
	Channel From must be numeric.

	MSL.SCFA
	MSL
	SCFA
	Channel To must be numeric.

	MSL.SCFA
	MSL
	SCFA
	Channel From must be specified.

	MSL.SCFA
	MSL
	SCFA
	Channel From must be a valid number.

	MSL.SCFA
	MSL
	SCFA
	Channel To must be a valid number.

	MSL.SCFA
	MSL
	SCFA
	Channel <channel number> busy.

	MSL.SCFA
	MSL
	SCFA
	Channel <channel number> not found.

	MSL.SCFA
	MSL
	SCFA
	No information found for the facility and / or channel specified.

	MSL.SCFA
	MSL
	SCFA
	Host could not be resolved: Validate input CLLI.

	MSL.SCFA
	MSL
	SCFA
	Host error has occurred: CIV095E-FIND FAILED

	MSL.SCFA
	MSL
	SCFA
	Facility Designator must be 1-5 alphanumeric characters.

	MSL.SCFA
	MSL
	SCFA
	Facility Type must be 1-6 alphanumeric characters.

	MSL.SCFA
	MSL
	SCFA
	Channel must be in range of 1-28

	MSL.SCFA
	MSL
	SCFA
	LOCA must be 8 or 11 characters.

	MSL.SCFA
	MSL
	SCFA
	LOCZ must be 8 or 11 characters.

	MSL.SCFA
	MSL
	SCFA
	CFA value of ‘<user entered value>’ invalid. Must be in form ‘desg/type/channel(-endchannel)/loca/locz’.

	MSL.SCFA
	MSL
	SCFA
	Channel must be in range of 1-24.

	MSL.SCFA
	MSL
	SCFA
	When Channel To is populated, entry must be greater than Channel From.

	MSL.SCFA
	MSL
	SCFA
	CFA CLLI codes must be in alphabetical / numerical order.

	MSL.SCFA
	MSL
	SCFA
	Duplicate value. Matches <xxx>.

	MSL.SECLOC
	MSL
	SECLOC 
	CLLI ‘xxxxxxxxxxx’ is not valid.

	MSL.SECLOC
	MSL
	SECLOC 
	CLLI must be 8 or 11 characters.

	MSL.SECLOC
	MSL
	SECLOC 
	SALI form is required when SECLOC pos 1 is E.

	MSL.SECLOC
	MSL
	SECLOC 
	SALI form is prohibited when SECLOC pos 1 is not E.

	MSL.SECLOC
	MSL
	SECLOC
	LOSDB not Available.

	MSL.SECLOC
	MSL
	SECLOC
	InterLATA service may not be requested on an ASR.

	MSL.SEG
	MSL
	SEG
	Required when the LEGACT field is “C”, “D”, “M” or “K”.

	MSL.SEG
	MSL
	SEG
	Prohibited when LEGACT is N and ASR SUP is not 1, 2 or 3.

	-
	NAI
	-
	Form not valid with WATS request.

	NAI.AFACTL
	NAI
	AFACTL
	Prohibited when the first position of the REQTYP field is not M.

	NAI.AFACTL
	NAI
	AFACTL
	CLLI Must Be Valid

	NAI.AFACTL
	NAI
	AFACTL
	CLLI ‘xxxxxxxxxxx’ is not valid.

	NAI.AFACTL
	NAI
	AFACTL
	Entry must be a valid 11-digit character CLLI, or “N”, or “NEW”.

	NAI.AFACTL
	NAI
	AFACTL
	LOSDB not Available.

	NAI.DIR1
	NAI
	DIR1
	Valid values are 1, 2, or 3.

	NAI.DIR1
	NAI
	DIR1
	Prohibited when the CFA field on the TRUNKING form or the TRANSPORT form or the EUS form or the RING form or the ARI form is blank.

	NAI.DIR1
	NAI
	DIR1
	Prohibited when the ICFA1 field is blank.

	NAI.DIR2
	NAI
	DIR2
	Prohibited when the CFA field on the TRUNKING form or the TRANSPORT form or the EUS form or the RING form or the ARI form is blank.

	NAI.DIR2
	NAI
	DIR2
	Prohibited when the ICFA2 field is blank.

	NAI.DIR3
	NAI
	DIR3
	Prohibited when the CFA field on the TRUNKING form or the TRANSPORT form or the EUS form or the RING form or the ARI form is blank.

	NAI.DIR3
	NAI
	DIR3
	Prohibited when the ICFA3 field is blank.

	NAI.DIR4
	NAI
	DIR4
	Prohibited when the CFA field on the TRUNKING form or the TRANSPORT form or the EUS form or the RING form or the ARI form is blank.

	NAI.DIR4
	NAI
	DIR4
	Prohibited when the ICFA4 field is blank.

	NAI.FNIA
	NAI
	FNIA
	Prohibited when the DPEAA field is blank.

	NAI.FNIZ
	NAI
	FNIZ
	Prohibited when the DPEAZ field is blank.

	NAI.ICFA1
	NAI
	ICFA1
	CFA channel value of ‘<value from ASR>’ invalid. Must be in form ‘<channel>’ or ‘<startchannel>-<endchannel>’.

	NAI.ICFA1
	NAI
	ICFA1
	LOCA must be alphanumeric.

	NAI.ICFA1
	NAI
	ICFA1
	LOCZ must be alphanumeric.

	NAI.ICFA1
	NAI
	ICFA1
	Channel must be in range of 1-5000.

	NAI.ICFA1
	NAI
	ICFA1
	Channel From must be numeric.

	NAI.ICFA1
	NAI
	ICFA1
	Channel To must be numeric.

	NAI.ICFA1
	NAI
	ICFA1
	Channel From must be specified.

	NAI.ICFA1
	NAI
	ICFA1
	Channel From must be a valid number.

	NAI.ICFA1
	NAI
	ICFA1
	Channel To must be a valid number.

	NAI.ICFA1
	NAI
	ICFA1
	Channel <channel number> busy.

	NAI.ICFA1
	NAI
	ICFA1
	Channel <channel number> not found.

	NAI.ICFA1
	NAI
	ICFA1
	No information found for the facility and / or channel specified.

	NAI.ICFA1
	NAI
	ICFA1
	Host could not be resolved: Validate input CLLI.

	NAI.ICFA1
	NAI
	ICFA1
	Host error has occurred: CIV095E-FIND FAILED

	NAI.ICFA1
	NAI
	ICFA1
	Facility Designator must be 1-5 alphanumeric characters.

	NAI.ICFA1
	NAI
	ICFA1
	Facility Type must be 1-6 alphanumeric characters.

	NAI.ICFA1
	NAI
	ICFA1
	Channel must be in range of 1-28

	NAI.ICFA1
	NAI
	ICFA1
	LOCA must be 8 or 11 characters.

	NAI.ICFA1
	NAI
	ICFA1
	LOCZ must be 8 or 11 characters.

	NAI.ICFA1
	NAI
	ICFA1
	CFA value of ‘<user entered value>’ invalid. Must be in form ‘desg/type/channel(-endchannel)/loca/locz’.

	NAI.ICFA1
	NAI
	ICFA1
	Channel must be in range of 1-24.

	NAI.ICFA1
	NAI
	ICFA1
	When Channel To is populated, entry must be greater than Channel From.

	NAI.ICFA1
	NAI
	ICFA1
	CFA CLLI codes must be in alphabetical / numerical order.

	NAI.ICFA1
	NAI
	ICFA1
	Duplicate value. Matches <xxx>.

	NAI.ICFA2
	NAI
	ICFA2
	CFA channel value of ‘<value from ASR>’ invalid. Must be in form ‘<channel>’ or ‘<startchannel>-<endchannel>’.

	NAI.ICFA2
	NAI
	ICFA2
	LOCA must be alphanumeric.

	NAI.ICFA2
	NAI
	ICFA2
	LOCZ must be alphanumeric.

	NAI.ICFA2
	NAI
	ICFA2
	Channel must be in range of 1-5000.

	NAI.ICFA2
	NAI
	ICFA2
	Channel From must be numeric.

	NAI.ICFA2
	NAI
	ICFA2
	Channel To must be numeric.

	NAI.ICFA2
	NAI
	ICFA2
	Channel From must be specified.

	NAI.ICFA2
	NAI
	ICFA2
	Channel From must be a valid number.

	NAI.ICFA2
	NAI
	ICFA2
	Channel To must be a valid number.

	NAI.ICFA2
	NAI
	ICFA2
	Channel <channel number> busy.

	NAI.ICFA2
	NAI
	ICFA2
	Channel <channel number> not found.

	NAI.ICFA2
	NAI
	ICFA2
	No information found for the facility and / or channel specified.

	NAI.ICFA2
	NAI
	ICFA2
	Host could not be resolved: Validate input CLLI.

	NAI.ICFA2
	NAI
	ICFA2
	Host error has occurred: CIV095E-FIND FAILED

	NAI.ICFA2
	NAI
	ICFA2
	Facility Designator must be 1-5 alphanumeric characters.

	NAI.ICFA2
	NAI
	ICFA2
	Facility Type must be 1-6 alphanumeric characters.

	NAI.ICFA2
	NAI
	ICFA2
	Channel must be in range of 1-28

	NAI.ICFA2
	NAI
	ICFA2
	LOCA must be 8 or 11 characters.

	NAI.ICFA2
	NAI
	ICFA2
	LOCZ must be 8 or 11 characters.

	NAI.ICFA2
	NAI
	ICFA2
	CFA value of ‘<user entered value>’ invalid. Must be in form ‘desg/type/channel(-endchannel)/loca/locz’.

	NAI.ICFA2
	NAI
	ICFA2
	Channel must be in range of 1-24.

	NAI.ICFA2
	NAI
	ICFA2
	When Channel To is populated, entry must be greater than Channel From.

	NAI.ICFA2
	NAI
	ICFA2
	CFA CLLI codes must be in alphabetical / numerical order.

	NAI.ICFA2
	NAI
	ICFA2
	Duplicate value. Matches <xxx>.

	NAI.ICFA3
	NAI
	ICFA3
	CFA channel value of ‘<value from ASR>’ invalid. Must be in form ‘<channel>’ or ‘<startchannel>-<endchannel>’.

	NAI.ICFA3
	NAI
	ICFA3
	LOCA must be alphanumeric.

	NAI.ICFA3
	NAI
	ICFA3
	LOCZ must be alphanumeric.

	NAI.ICFA3
	NAI
	ICFA3
	Channel must be in range of 1-5000.

	NAI.ICFA3
	NAI
	ICFA3
	Channel From must be numeric.

	NAI.ICFA3
	NAI
	ICFA3
	Channel To must be numeric.

	NAI.ICFA3
	NAI
	ICFA3
	Channel From must be specified.

	NAI.ICFA3
	NAI
	ICFA3
	Channel From must be a valid number.

	NAI.ICFA3
	NAI
	ICFA3
	Channel To must be a valid number.

	NAI.ICFA3
	NAI
	ICFA3
	Channel <channel number> busy.

	NAI.ICFA3
	NAI
	ICFA3
	Channel <channel number> not found.

	NAI.ICFA3
	NAI
	ICFA3
	No information found for the facility and / or channel specified.

	NAI.ICFA3
	NAI
	ICFA3
	Host could not be resolved: Validate input CLLI.

	NAI.ICFA3
	NAI
	ICFA3
	Host error has occurred: CIV095E-FIND FAILED

	NAI.ICFA3
	NAI
	ICFA3
	Facility Designator must be 1-5 alphanumeric characters.

	NAI.ICFA3
	NAI
	ICFA3
	Facility Type must be 1-6 alphanumeric characters.

	NAI.ICFA3
	NAI
	ICFA3
	Channel must be in range of 1-28

	NAI.ICFA3
	NAI
	ICFA3
	LOCA must be 8 or 11 characters.

	NAI.ICFA3
	NAI
	ICFA3
	LOCZ must be 8 or 11 characters.

	NAI.ICFA3
	NAI
	ICFA3
	CFA value of ‘<user entered value>’ invalid. Must be in form ‘desg/type/channel(-endchannel)/loca/locz’.

	NAI.ICFA3
	NAI
	ICFA3
	Channel must be in range of 1-24.

	NAI.ICFA3
	NAI
	ICFA3
	When Channel To is populated, entry must be greater than Channel From.

	NAI.ICFA3
	NAI
	ICFA3
	CFA CLLI codes must be in alphabetical / numerical order.

	NAI.ICFA3
	NAI
	ICFA3
	Duplicate value. Matches <xxx>.

	NAI.ICFA4
	NAI
	ICFA4
	CFA channel value of ‘<value from ASR>’ invalid. Must be in form ‘<channel>’ or ‘<startchannel>-<endchannel>’.

	NAI.ICFA4
	NAI
	ICFA4
	LOCA must be alphanumeric.

	NAI.ICFA4
	NAI
	ICFA4
	LOCZ must be alphanumeric.

	NAI.ICFA4
	NAI
	ICFA4
	Channel must be in range of 1-5000.

	NAI.ICFA4
	NAI
	ICFA4
	Channel From must be numeric.

	NAI.ICFA4
	NAI
	ICFA4
	Channel To must be numeric.

	NAI.ICFA4
	NAI
	ICFA4
	Channel From must be specified.

	NAI.ICFA4
	NAI
	ICFA4
	Channel From must be a valid number.

	NAI.ICFA4
	NAI
	ICFA4
	Channel To must be a valid number.

	NAI.ICFA4
	NAI
	ICFA4
	Channel <channel number> busy.

	NAI.ICFA4
	NAI
	ICFA4
	Channel <channel number> not found.

	NAI.ICFA4
	NAI
	ICFA4
	No information found for the facility and / or channel specified.

	NAI.ICFA4
	NAI
	ICFA4
	Host could not be resolved: Validate input CLLI.

	NAI.ICFA4
	NAI
	ICFA4
	Host error has occurred: CIV095E-FIND FAILED

	NAI.ICFA4
	NAI
	ICFA4
	Facility Designator must be 1-5 alphanumeric characters.

	NAI.ICFA4
	NAI
	ICFA4
	Facility Type must be 1-6 alphanumeric characters.

	NAI.ICFA4
	NAI
	ICFA4
	Channel must be in range of 1-28

	NAI.ICFA4
	NAI
	ICFA4
	LOCA must be 8 or 11 characters.

	NAI.ICFA4
	NAI
	ICFA4
	LOCZ must be 8 or 11 characters.

	NAI.ICFA4
	NAI
	ICFA4
	CFA value of ‘<user entered value>’ invalid. Must be in form ‘desg/type/channel(-endchannel)/loca/locz’.

	NAI.ICFA4
	NAI
	ICFA4
	Channel must be in range of 1-24.

	NAI.ICFA4
	NAI
	ICFA4
	When Channel To is populated, entry must be greater than Channel From.

	NAI.ICFA4
	NAI
	ICFA4
	CFA CLLI codes must be in alphabetical / numerical order.

	NAI.ICFA4
	NAI
	ICFA4
	Duplicate value. Matches <xxx>.

	NAI.IFNI2
	NAI
	IFNI2
	Reqd when UNE is blank and 1st 2 char of ICFA2 are HN or GM and 1st char of 2nd delimited position is W or OC, otherwise prohibited.

	NAI.IFNI3
	NAI
	IFNI3
	Reqd when UNE is blank and 1st 2 char of ICFA3 are HN or GM and 1st char of 2nd delimited position is W or OC, otherwise prohibited.

	NAI.IFNI4
	NAI
	IFNI4
	Reqd when UNE is blank and 1st 2 char of ICFA4 are HN or GM and 1st char of 2nd delimited position is W or OC, otherwise prohibited.

	NAI.VTIA
	NAI
	VTIA
	Optional when the DPEAA field is populated, else prohibited.

	-
	RING
	-
	Form is required.

	RNG.NC
	RING
	NC
	NC is missing.

	RNG.NC
	RING
	NC
	NC invalid for REQTYP R.

	RNG.NC
	RING
	NC
	Position 1 and 2 must be A/N. Position 3 and 4 must be A/N plus allow special character of a dash (-).

	RNG.NCI
	RING
	NCI
	Required when the NC field is populated.

	RNG.NCI
	RING
	NCI
	Prohibited when the NC field is blank.

	RNG.NCI
	RING
	NCI
	NCI Code Not Found.

	RNG.NCI
	RING
	NCI
	NCI/SECNCI code not valid. Characters 7,8,9 must be alphanumeric.

	RNG.NCI
	RING
	NCI
	NC/NCI Code Must Be Valid

	RNG.NID
	RING
	NID
	Prohibited when the ACT field is M, T, or R.

	RNG.NMO
	RING
	NMO
	Prohibited when the ACT field is M, D, T or R.

	RNG.OTC
	RING
	OTC
	Prohibited when the ASC_EC field is blank and the QTY field on the ASR is zero or blank.

	RNG.OTC
	RING
	OTC
	Prohibited when the ASC EC field on the ASR form is blank.

	RNG.OTC
	RING
	OTC
	Prohibited when the ASC EC field is populated and the PRILOC field is blank.

	RNG.PRILOC
	RING
	PRILOC
	1st position of PRILOC field must be E followed by blanks or C followed by a CLLI Code.

	RNG.PRILOC
	RING
	PRILOC
	CLLI ‘xxxxxxxxxxx’ is not valid.

	RNG.PRILOC
	RING
	PRILOC
	CLLI must be 8 or 11 characters.

	RNG.PRILOC
	RING
	PRILOC
	SALI form is required when PRILOC pos 1 is E.

	RNG.PRILOC
	RING
	PRILOC
	SALI form is prohibited when PRILOC pos 1 is not E.

	RNG.PRILOC
	RING
	PRILOC
	LOSDB not Available.

	RNG.PRILOC
	RING
	PRILOC
	InterLATA service may not be requested on an ASR.

	RNG.RMP
	RING
	RMP
	Prohibited when the ACT field is M, D, T or R.

	RNG.SECLOC
	RING
	SECLOC
	CLLI ‘xxxxxxxxxxx’ is not valid.

	RNG.SECLOC
	RING
	SECLOC
	CLLI must be 8 or 11 characters.

	RNG.SECLOC
	RING
	SECLOC
	LOSDB not Available.

	RNG.SECLOC
	RING
	SECLOC
	InterLATA service may not be requested on an ASR.

	RNG.SECNCI
	RING
	SECNCI
	NC/NCI Code Must Be Valid

	RNG.SECNCI
	RING
	SECNCI
	Prohibited when the NC field is blank.

	RNG.SECNCI
	RING
	SECNCI
	SECNCI Code Not Found.

	RNG.SECNCI
	RING
	SECNCI
	NCI/SECNCI code not valid. Characters 7,8,9 must be alphanumeric.

	-
	SALI
	-
	Exact match has not been found. 

	-
	SALI
	-
	Street Addresses Provided Must Be Valid.

	SALI
	SALI
	--
	Address Validation Error: Exact address match not found.

	SALI.AACTEL
	SALI
	AACTEL
	Must be 10 to 14 numeric.

	SALI.AAI
	SALI
	AAI
	Required when SALI.AFT is E.

	SALI.AALCNTL
	SALI
	AALCON TEL
	Prohibited when the ALCON field is blank.

	SALI.ACPPN
	SALI
	ACPPN
	Prohibited when the ACPGN is blank.

	SALI.ACTEL
	SALI
	ACTEL
	Prohibited when the LCON field is blank.

	SALI.ACTEL
	SALI
	ACTEL
	Must be 10 to 14 numeric.

	SALI.ALCNEML
	SALI
	ALCNEML
	Prohibited when the ALCON field is blank.

	SALI.ALCNTL
	SALI
	ALCON_TEL
	Must be 10 to 14 numerics.

	SALI.ALCNTL
	SALI
	ALCON_TEL
	Must be numeric.

	SALI.ALCNTL
	SALI
	ALCON_TEL
	Prohibited when the ALCON field is blank.

	SALI.CITY
	SALI
	CITY
	Prohibited when the SASN field is blank.

	SALI.ICOL
	SALI
	ICOL
	Required when ASC-EC field on the ASR form and the SASN field are populated, otherwise prohibited.

	SALI.JKNUM
	SALI
	JKNUM
	Prohibited when the JK CODE is blank.

	SALI.JKPOS
	SALI
	JKPOS
	Prohibited when the JK CODE is blank.

	SALI.JKPOS
	SALI
	JKPOS
	Must be numeric.

	SALI.JS
	SALI
	JS
	Prohibited when REQTYP field is R.

	SALI.JS
	SALI
	JS
	Prohibited when the PCA field is populated.

	SALI.LCONEML
	SALI
	LCONEML
	Prohibited when the LCON field is blank.

	SALI.LD1
	SALI
	LD1
	Invalid LD value,

	SALI.LD2
	SALI
	LD2
	Invalid LD value.

	SALI.LD3
	SALI
	LD3
	Invalid LD value.

	SALI.LV1
	SALI
	LV1
	Prohibited when the LD1 field is blank.

	SALI.LV2
	SALI
	LV2
	Prohibited when the LD2 field is blank.

	SALI.LV3
	SALI
	LV3
	Prohibited when the LD3 field is blank.

	SALI.NCON
	SALI
	NCON
	Prohibited when the first position of the SECLOC field on the MSL form is not E.

	SALI.NCON
	SALI
	NCON
	Prohibited when the first position of the PRILOC field on the ARI form is not E.

	SALI.NCON
	SALI
	NCON
	Prohibited when the first position of the PRILOC and SECLOC fields on the EUSA form is not E.

	SALI.NCON
	SALI
	NCON
	Prohibited when the first position of the PRILOC field on the RING form is not E.

	SALI.NCON
	SALI
	NCON
	Prohibited when the first position of the SECLOC field on the WAT form is not E.

	SALI.NCON
	SALI
	NCON
	Prohibited when the first position of the SECLOC field on the TRANSPORT form is not E.

	SALI.PCA
	SALI
	PCA
	Prohibited when the JS field is populated.

	SALI.PI
	SALI
	PI
	Prohibited for Secondary Service Address Location Information.

	SALI.PI
	SALI
	PI
	Field is required

	SALI.PI
	SALI
	PI
	Prohibited when the first position of the PRILOC field on the EUS form is not E.

	SALI.SANO
	SALI
	SANO
	Prohibited when the SASN field is blank.

	SALI.SAPR
	SALI
	SAPR
	Prohibited when the SANO field is blank.

	SALI.SASD
	SALI
	SASD
	Prohibited when the SASN field is blank.

	SALI.SASF
	SALI
	SASF
	Prohibited when the SANO field is blank.

	SALI.SASS
	SALI
	SASS
	Prohibited when the SASN field is blank.

	SALI.SATH
	SALI
	SATH
	Prohibited when the SASN field is blank.

	SALI.SI
	SALI
	SI
	Required when SALI.AFT is E.

	SALI.SI
	SALI
	SI
	Prohibited when the SPOT field is blank.

	SALI.SPOT
	SALI
	SPOT
	Required when SALI.AFT is E.

	SALI.SPOT
	SALI
	SPOT
	Required when SALI.SI is N.

	SALI.SPOT
	SALI
	SPOT
	Required when SALI.SI is C.

	SALI.STATE
	SALI
	STATE
	Prohibited when the SASN field is blank.

	SALI.STATE
	SALI
	STATE
	Valid entries are AZ, CA, CO, ID, IA, IL, MN, MT, NE, NV, MO, NM, ND, OR, SD, UT, WA, WI, or WY.

	SALI.WKTEL
	SALI
	WKTEL
	Must be 10 numeric.

	SALI.ZIP
	SALI
	ZIP
	Prohibited when the SASN field is blank.

	SALP.AALCNTL
	SALI
	AALCNTL
	Prohibited when the ALCON field is blank.

	SALP.ALCNEML
	SALI
	ALCNEML
	Prohibited when the ALCON field is blank.

	SALP.JS
	SALI
	JS
	Prohibited when REQTYP field is R.

	SALP.JS
	SALI
	JS
	Prohibited when the PCA field is populated.

	SALP.LCONEML
	SALI
	LCONEML
	Prohibited when the LCON field is blank.

	SALP.PCA
	SALI
	PCA
	Prohibited when the JS field is populated.

	SES.DIVCKT
	SES
	DIVCKT
	Required when the SR field is populated and the DIVPON field is blank.

	SES.DIVPON
	SES
	DIVPON
	Must be 16 or less characters and can only contain A-Z, 0-9, periods (.) parenthese {( )}, dashes (-), and blanks

	SES.DIVPON
	SES
	DIVPON
	Required when the SR field is populated and the DIVCKT field is blank.

	SES.GETO
	SES
	GETO
	When ASC-EC is blank, the only value accepted by CenturyLink is “W”

	SES.L2CP_ADDR
	SES
	L2CP-ADDR
	This field is not used and is prohibited.

	SES.L2CPP
	SES
	L2CPP
	This field is not used and is prohibited.

	SES.NCI
	SES
	NCI
	Required when the NC field is populated.

	SES.NCI
	SES
	NCI
	Prohibited when the NC field is blank

	SES.SECNCI
	SES
	SECNCI
	Invalid for ENNI service

	SES.SECNCI
	SES
	SECNCI
	Prohibited when the NC field is blank

	SES.SM
	SES
	SM
	This field is not used and is prohibited.

	SES.SR
	SES
	SR
	Required when the DIVCKT or DIVPON field is populated.

	SES.SR
	SES
	SR
	Prohibited when the DIVCKT and DIVPON fields are blank.

	SES.UNI_MSFS
	SES
	UNI-MSFS
	This field is not used and is prohibited.

	-
	TQ

(Feature Group D)
	-
	Form is required.

	-
	TQ

(Feature Group D)
	-
	Form is prohibited.

	-
	TQ

(Routing Matrix)
	-
	Form is required. (note:  due to typo is displaying as TQR rather than TQRM)

	-
	TQ

(Routing Matrix)
	-
	Form is prohibited.

	-
	TQ

(Routing Exception Matrix)
	-
	Form is required. 

	-
	TQ

(Service Activation

Codes)
	-
	Form is required. 

	-
	TQ

(Service Activation

Codes)
	-
	Form is prohibited.

	TQF.ACIC
	TQ

(Feature Group D)
	ACIC
	Must be 3 or 4 numeric.

	TQI.CNPA
	TQ

(Interconnect Translations Routing)
	C.NPA/NXX
	Prohibited when the 1st position of the ASR TQ field is not “C”, “M”, “X” or “E”.

	TQF.CIC
	TQ

(Feature Group D)
	CIC
	Required when 1st position of the TQ field is “D” or T””, and any TG ACT field is not “F”, “K” or “D”, else optional.

	TQF.CIC
	TQ

(Feature Group D)
	CIC
	Value must be numeric.

	TQF.CIC
	TQ

(Feature Group D)
	CIC
	When populated, position 1 must be 9 and positions 2-4 must be populated and numeric when REQTYP is M and CC is populated

	TQS.CIC
	TQ

(Service Activation

Codes)
	CIC_SACNXX
	When both fields are populated, TQ CIC field must match entry in the TRK CIC field.




	TQS.CIC
	TQ

(Service Activation

Codes)
	CIC_SACNXX
	Prohibited when the first position of the TQ field on the ASR form is not S, U or T.

	TQI.CNPA
	TQ

(Interconnect Translations Routing)
	CNPANXX
	Value must be 6 numeric characters.

	TQC.GLARE
	TQ

(Common)
	GLARE
	Prohibited when the TKSEQ field in the COMMON section is blank.

	TQC.GLARE
	TQ

(Common)
	GLARE
	A value of C is applicable for CCS trunks only.

	TQF.INTER
	TQ

(Feature Group D)
	INTER
	Prohibited when the CC field on the ASR form is populated.

	TQF.INTER
	TQ

(Feature Group D)
	INTER
	Prohibited when the WST field on the ASR form is populated.

	TQF.INTRA
	TQ

(Feature Group D)
	INTRA
	Prohibited when the CC field on the ASR form is populated.

	TQF.INTRA
	TQ

(Feature Group D)
	INTRA
	Prohibited when the WST field on the ASR form is populated.

	TQI.LRN
	TQ

(Interconnect Translations Routing)
	LRN
	Prohibited when the ACT field is D, M, T or R.

	TQI.LRN
	TQ

(Interconnect Translations Routing)
	LRN
	Prohibited when the ACT field is N and the DIR field is not 1O, 2W or 2O.

	TQI.LRN
	TQ

(Interconnect Translations Routing)
	LRN
	Prohibited when the first occurrence of the C.NPA/NXX field in the ITR section is blank.

	TQI.LRN
	TQ

(Interconnect Translations Routing)
	LRN
	Prohibited when the  LRNG field in the ITR section is populated.

	TQI.LRN
	TQ

(Interconnect Translations Routing)
	LRN
	Must be numeric.

	TQI.LRNG
	TQ

(Interconnect Translations Routing)
	LRNG
	Prohibited when the ACT field is D, M, T, or R.

	TQI.LRNG
	TQ

(Interconnect Translations Routing)
	LRNG
	Prohibited when the first occurrence of the C.NPA/NXX field in the ITR section is blank.

	TQI.LRNG
	TQ

(Interconnect Translations Routing)
	LRNG
	Prohibited when the first occurrence of the LRN field in the ITR section is populated.

	TQI.LRNG
	TQ

(Interconnect Translations Routing)
	LRNG
	Must be 10 numeric.

	TQS.NXX
	TQ

(Service Activation

Codes)
	NXX
	The first occurrence is prohibited when the first position of the SACACT field in the SAC section is Y or blank.

	TQX.RXMX
	TQ

(Routing Exception Matrix)
	ROUTING_ EXCEPTION_MATRIX
	If entry is in a field in any column, ALL – 0+L, an entry in ANI II Digits column and Line/Class Service rqd.

	TQX.RXMX
	TQ

(Routing Exception Matrix)
	ROUTING_ EXCEPTION_MATRIX
	If an entry is made in the ALL column, fields in columns 1+ - 0+L are prohibited for that occurrence.

	TQX.RXMX
	TQ

(Routing Exception Matrix)
	ROUTING_EXCEPTION_MATRIX
	Valid entries are A, B, C, D or X.

	TQX.RXMX
	TQ

(Routing Exception Matrix)
	ROUTING_EXCEPTION_MATRIX
	Must be alpha.

	TQR.RMX
	TQ

(Routing Matrix)
	ROUTING_MATRIX
	If the field corresponding to the All/All selection is populated, all other entry fields are prohibited.

	TQR.RMX
	TQ

(Routing Matrix)
	ROUTING_MATRIX
	If an entry is made in a field not in All column but in All row, all remaining fields in that column are prohibited.

	TQR.RMX
	TQ

(Routing Matrix)
	ROUTING_MATRIX
	If entry is made in a field not in the All row but in the All column, all remaining fields in that row are prohibited.

	TQR.RMX
	TQ

(Routing Matrix)
	ROUTING_MATRIX
	Optional

	TQR.RMX
	TQ

(Routing Matrix)
	ROUTING_MATRIX
	Valid Entry in the ALL/ALL field in the ROUTING_MATRIX must be X when the TQ field on the ASR form is W.

	TQR.RMX
	TQ

(Routing Matrix)
	ROUTING_MATRIX
	Valid entries are A, B, C, D or X.

	TQR.RMX
	TQ

(Routing Matrix)
	ROUTING_MATRIX
	Must be alpha.

	TQS.SAC
	TQ

(Service Activation

Codes)
	SAC
	Valid values are 500, 533 and 900.

	TQS.SAC
	TQ

(Service Activation

Codes)
	SAC
	Each occurrence must have a unique SAC value 500, 533, or 900.

	TQS.SAC
	TQ

(Service Activation

Codes)
	SAC
	SAC is prohibited when the corresponding SAC ACT field is not A, D, K, N, R.

	TQS.SACACT
	TQ

(Service Activation

Codes)
	SAC_ACT
	Entry of K in all occurrences of SACACT is prohibited when second position of TQ field on ASR form is N or X.

	TQS.SACACT
	TQ

(Service Activation

Codes)
	SAC_ACT
	First and second occurrence is prohibited when the first position of the TQ field on the ASR form is not S, U or T.

	TQS.TECH_CON
	TQ

(Service Activation

Codes)
	TECH_CON_SAC
	Prohibited when 1st position of the TQ field is not “S”, “U” or “T”.

	TQI.TECH_CON
	TQ

(Interconnect Translations Routing)
	TECHCON
	Prohibited when the first position of the TQ field on the ASR form is not M, X, or C.

	TQS.TEL_NO
	TQ

(Service Activation

Codes)
	TECHCON_TN
	Required when the TECH CON field in the SAC section is populated.

	TQS.TEL_NO
	TQ

(Service Activation

Codes)
	TECHCON_TN
	Prohibited when the TECH CON field in the SAC section is blank.

	TQS.TEL_NO
	TQ

(Service Activation

Codes)
	TECHCON_TN
	Must be at least 10 numeric.

	TQI.TEL_NO
	TQ

(Interconnect Translations Routing)
	TELNO
	Prohibited when the TECH CON field in the ITR section is blank.

	TQI.TEL_NO
	TQ

(Interconnect Translations Routing)
	TELNO
	Must be at least 10 numeric.

	TQS.TEST_ANI
	TQ

(Service Activation

Codes)
	TEST_ANI
	Prohibited when TESTTN field in the SAC section is blank.

	TQS.TSRP
	TQ

(Service Activation

Codes)
	TEST_RESP
	Prohibited when TESTTN in the SAC section for this occurrence is blank.

	TQS.TSTN
	TQ

(Service Activation

Codes)
	TEST_TN
	Required when the SAC ACT field is A or N.

	TQS.TSTN
	TQ

(Service Activation

Codes)
	TEST_TN
	Prohibited when the SAC ACT field in the SAC section is D, R or blank.

	TQS.TSTN
	TQ

(Service Activation

Codes)
	TEST_TN
	Must be numeric

	TQI.TSRP
	TQ

(Interconnect Translations Routing)
	TTEST_RESP
	Prohibited when the TTEST TN field in the ITR section is blank.

	TQI.TSTN
	TQ

(Interconnect Translations Routing)
	TTEST_TN
	Required when the1st position of the ASR TQ field is “C”.

	TQI.TSTN
	TQ

(Interconnect Translations Routing)
	TTEST_TN
	Must be 10 numeric.

	TQI.TSTN
	TQ

(Interconnect Translations Routing)
	TTEST_TN
	Prohibited when the 1st position of the ASR TQ field is not “C” or “E”.

	TQC.VSC
	TQ (Common)
	VSC
	Must be numeric.

	-
	TQ (Interconnect Translations Routing)
	-
	Form is required.

	-
	TQ (Interconnect Translations Routing)
	-
	Form is prohibited.

	TQT.ATRS
	TQ (Testing)
	ATTEST RESP
	Prohibited when the ATTEST TN field in the Test section is blank.

	TQT.ATTN
	TQ (Testing)
	ATTEST TN
	Prohibited when the first position of the TQ field on the ASR is not B, D, U, T, L, M, W, or X

	TQT.ATTN
	TQ (Testing)
	ATTEST TN
	Prohibited when the ACT field is not N or C.

	TQT.ATTN
	TQ (Testing)
	ATTEST TN
	Prohibited when the ACTI field on the ASR is not B or C.

	TQT.ATTN
	TQ (Testing)
	ATTEST TN
	Prohibited when the DIR field on the TQ form is not 1O, 2O, or 2W.

	TQT.ATTN
	TQ (Testing)
	ATTEST TN
	Must be numeric.

	TQT.ATTN
	TQ (Testing)
	ATTEST TN
	First character must be 1 or 0.

	TQT.TSRP
	TQ (Testing)
	TTEST RESP
	Prohibited when the TTEST TN field in the Test section is blank.

	TQT.TSTN
	TQ (Testing)
	TTEST TN
	Must be 10 numeric

	TQT.TSTN
	TQ (Testing)
	TTEST TN
	Prohibited when the first position of the TQ field on the ASR Form is not B, U, D, T, L, M, W, or X.

	TQT.TSTN
	TQ (Testing)
	TTEST TN
	Prohibited when the DIR field is not 1O, 2O or 2W.

	TQT.TSTN
	TQ (Testing)
	TTEST TN
	Prohibited when the ACT field is not N or C.

	-
	TQ
(Common)
	-
	Form is required.

	-
	TQ
(Common)
	-
	Form is prohibited.

	TQC.9501
	TQ
(Common)
	950XXXX
	Must be four numeric.

	TQC.9502
	TQ
(Common)
	950XXXX
	Prohibited when the first occurrence of the 950-XXXX field in the COMMON section is blank.

	TQC.9502
	TQ
(Common)
	950XXXX
	Must be four numeric.

	TQC.9503
	TQ
(Common)
	950XXXX
	Prohibited when the second occurrence of the 950-XXXX field in the COMMON section is blank.

	TQC.9503
	TQ
(Common)
	950XXXX
	Must be four numeric.

	TQC.ANI
	TQ
(Common)
	ANI
	Prohibited when ASR TQ field is not “B”, “D”, “T” or “U”.

	TQC.ANNC
	TQ
(Common)
	ANNC
	Prohibited when the first position of the BRAND field in the COMMON section is not Y or C.

	TQC.ANNC
	TQ
(Common)
	ANNC
	Prohibited when the second position of the BRAND field in the COMMON section is populated.

	TQC.APON
	TQ
(Common)
	APON
	Prohibited when TG ACT is “E”, “Z” or blank.

	TQC.BRND
	TQ
(Common)
	BRAND
	REF A occurrence is prohibited when the TRFTYP field on the Trunking form is not DA, DC OP, NA or ND.

	TQC.CCW
	TQ
(Common)
	CCW
	Prohibited when the TRFTYP field on the Trunking form is not AL, AM, TM, or TS.

	TQC.CCW
	TQ
(Common)
	CCW
	Prohibited when the TQ field on the ASR form is not L or W.

	TQC.CIP
	TQ
(Common)
	CIP
	Prohibited when the CC field on the ASR form is populated.

	TQC.CIP
	TQ
(Common)
	CIP
	CIP field required for Feature Group service on N and C activity.

	TQC.CPN
	TQ
(Common)
	CPN
	Prohibited when the ACT field is M, D, T or R.

	TQC.CSP
	TQ
(Common)
	CSP
	Prohibited when the ACT field is D, M, T or R.

	TQC.CSP
	TQ
(Common)
	CSP
	Prohibited when CC field on the ASR form is populated.

	TQC.CTO
	TQ
(Common)
	CTO
	Prohibited when the first position of the TQ field on the ASR form is not D, T or W.

	TQC.CTO
	TQ
(Common)
	CTO
	Prohibited when the CC field on the ASR form is populated.

	TQC.DACC
	TQ
(Common)
	DAACC
	Prohibited when CC on ASR is blank, DIR in COMMON section is 10 or 20 and TGTYP in COMMON section is not B,D,F,or G.

	TQC.DACC
	TQ
(Common)
	DAACC
	Prohibited when the CC field on the ASR form is populated.

	TQC.DACC
	TQ
(Common)
	DAACC
	Prohibited when CC on ASR is blank, DIR in COMMON sect is 1T, 2T,2W and TGTYP field in COMMON sect not B,D,F,G.

	TQC.DACC
	TQ
(Common)
	DAACC
	Prohibited when CC on ASR is blank, DIR in COMMON section is 10 or 20 and TGACT in COMMON section is not C, F, or K.

	TQC.DACC
	TQ
(Common)
	DAACC
	Prohibited when the DIR field in the COMMON section is blank.

	TQC.DIR
	TQ
(Common)
	DIR
	When the first position of the TQ field on the ASR is M or X, the only valid values are 1O, 2O, or 2W.

	TQC.FAC1
	TQ
(Common)
	FACT_950
	Prohibited when the first occurrence of the 950-XXXX field is blank.

	TQC.FAC2
	TQ
(Common)
	FACT_950
	Prohibited when the second occurrence of the 950-XXXX field is blank.

	TQC.FAC3
	TQ
(Common)
	FACT_950
	Prohibited when the third occurrence of the 950-XXXX field is blank.

	TQC.NDO
	TQ
(Common)
	NDO
	Prohibited when the TGACT field in the COMMON section is E

	TQC.NDO
	TQ
(Common)
	NDO
	Prohibited when ACT is N or C, pos 1 of TQ on the ASR is W or X, TGACT in COMMON sect not E, and WST on ASR is blank.

	TQC.NDO
	TQ
(Common)
	NDO
	Prohibited when ACT is N or C, TQ on ASR form is L or M, TGACT in COMMON section is not E, and CC on ASR is blank.

	TQC.NDO
	TQ
(Common)
	NDO
	Prohibited when the ACT field is D, M, T or R.

	TQC.NDO
	TQ
(Common)
	NDO
	Prohibited when the TQ field on the ASR form is A, C, D, S, T, 1- 9 or blank.

	TQC.NDO
	TQ
(Common)
	NDO
	Value is incorrect. Please validate outpulse digits.

	TQC.REF
	TQ
(Common)
	REF
	If NC indicates FGB only REF A and REF B can be populated.

	TQC.TECH_CON
	TQ
(Common)
	TECHCON
	Prohibited when the first position of the TQ field on the ASR form is not  M, X, B, U, D, L, W or T.

	TQC.TEL_NO
	TQ
(Common)
	TEL_NO
	Prohibited when the TECH CON  field in the COMMON section is blank.

	TQC.TEL_NO
	TQ
(Common)
	TEL_NO
	Must be at least 10 numeric.

	TQC.TGAC
	TQ
(Common)
	TGACT
	Prohibited when the first position of the TQ field on the ASR form is A, C, S, 1-9 or blank.

	TQC.TGTP
	TQ
(Common)
	TGTYP
	Prohibited when TG ACT is E or Z.

	TQC.TKSQ
	TQ
(Common)
	TKSEQ
	Prohibited when the TG ACT field in the COMMON section is E or Z.

	TQC.TKSG
	TQ
(Common)
	TKSIG
	Prohibited when the first position of the TQ field on the ASR form is A, B, S, U, 1-9 or blank.

	TQC.TKSG
	TQ
(Common)
	TKSIG
	Prohibited when position 1 of TQ field is L, M, W or X, and TGACT field in COMMON section is not M or N.

	TQC.TKSG
	TQ
(Common)
	TKSIG
	Prohibited when the TGACT field in the COMMON section is E, R, Z or blank.

	TQC.TSC
	TQ
(Common)
	TSC
	Prohibited when the TGACT field in the COMMON section is blank.

	TQC.FALT
	TQ(Common)
	FACT_ALTREF
	Prohibited when the ALTREF field is blank.

	TRANS.HVP
	TRANSPORT
	HVP
	Required when REQTYP is S, ACT is N, and the NC Code does not request Ethernet Service, and address validation requires High Voltage Proction

	TRANS.NC
	TRANS
	NC
	When NC begins with KP, KQ, or KR, Required REQTYP = S or E

	-
	TRANSPORT
	--
	Form is required.

	TRANS.ATN
	TRANSPORT
	ATN
	Prohibited when the SSS field is blank.

	TRANS.BSC
	TRANSPORT
	BSC
	Required when the first position of the REQTYP field is V.

	TRANS.BSC
	TRANSPORT
	BSC
	Prohibited when the first position of the REQTYP field is not V.

	TRANS.CCEA
	TRANSPORT
	CCEA
	Prohibited when the ACT is N or C and the CFA field is populated.

	TRANS.CCEA
	TRANSPORT
	CCEA
	Required when REQTYP=S, ACT is not D, 10th character of ACTL=G or J, and TRANS.CFA is blank.

	TRANS.CFA
	TRANSPORT
	CFA
	Must be present when NCI value is 04DS6.44* or 04QB6.33*

	TRANS.CFA
	TRANSPORT
	CFA
	CFA channel value of ‘<value from ASR>’ invalid. Must be in form ‘<channel>’ or ‘<startchannel>-<endchannel>’.

	TRANS.CFA
	TRANSPORT
	CFA
	LOCA must be alphanumeric.

	TRANS.CFA
	TRANSPORT
	CFA
	LOCZ must be alphanumeric.

	TRANS.CFA
	TRANSPORT
	CFA
	Channel must be in range of 1-5000.

	TRANS.CFA
	TRANSPORT
	CFA
	Channel From must be numeric.

	TRANS.CFA
	TRANSPORT
	CFA
	Channel To must be numeric.

	TRANS.CFA
	TRANSPORT
	CFA
	Channel From must be specified.

	TRANS.CFA
	TRANSPORT
	CFA
	Channel From must be a valid number.

	TRANS.CFA
	TRANSPORT
	CFA
	Channel To must be a valid number.

	TRANS.CFA
	TRANSPORT
	CFA
	Channel <channel number> busy.

	TRANS.CFA
	TRANSPORT
	CFA
	Channel <channel number> not found.

	TRANS.CFA
	TRANSPORT
	CFA
	No information found for the facility and / or channel specified.

	TRANS.CFA
	TRANSPORT
	CFA
	Host could not be resolved: Validate input CLLI.

	TRANS.CFA
	TRANSPORT
	CFA
	Host error has occurred: CIV095E-FIND FAILED

	TRANS.CFA
	TRANSPORT
	CFA
	Facility Designator must be 1-5 alphanumeric characters.

	TRANS.CFA
	TRANSPORT
	CFA
	Facility Type must be 1-6 alphanumeric characters.

	TRANS.CFA
	TRANSPORT
	CFA
	Channel must be in range of 1-28

	TRANS.CFA
	TRANSPORT
	CFA
	LOCA must be 8 or 11 characters.

	TRANS.CFA
	TRANSPORT
	CFA
	LOCZ must be 8 or 11 characters.

	TRANS.CFA
	TRANSPORT
	CFA
	CFA value of ‘<user entered value>’ invalid. Must be in form ‘desg/type/channel(-endchannel)/loca/locz’.

	TRANS.CFA
	TRANSPORT
	CFA
	Channel must be in range of 1-24.

	TRANS.CFA
	TRANSPORT
	CFA
	When Channel To is populated, entry must be greater than Channel From.

	TRANS.CFA
	TRANSPORT
	CFA
	Required when REQTYP=S, ACT is not D, 10th character of ACTL=G or J, and TRANS.CCEA is blank.

	TRANS.CFA
	TRANSPORT
	CFA
	CFA CLLI codes must be in alphabetical / numerical order.

	TRANS.CFA
	TRANSPORT
	CFA
	Duplicate value. Matches <xxx>.

	TRANS.CFA
	TRANSPORT
	CFA
	Prohibited when the ACT is N or C and the CCEA field is populated.

	TRANS.CFAU
	TRANSPORT
	CFAU
	Prohibited with Virtual Concatenation NC Codes.

	TRANS.CKLT
	TRANSPORT
	CKLT
	CLLI ‘xxxxxxxxxxx’ is not valid.

	TRANS.CKLT
	TRANSPORT
	CKLT
	CLLI must be 8 or 11 characters.

	TRANS.CKLT
	TRANSPORT
	CKLT
	LOSDB not Available.

	TRANS.CPT
	TRANSPORT
	CPT
	Must be numeric.

	TRANS.CPT
	TRANSPORT
	CPT
	Positions 6-10 are prohibited when positions 1-5 are blank.

	TRANS.CTXTEL
	TRANSPORT
	CTX_TEL
	Prohibited when the UNE field on the ASR form is populated.

	TRANS.CTXTEL
	TRANSPORT
	CTX_TEL
	Must be 10 numeric.

	TRANS.DIR
	TRANSPORT
	DIR
	Prohibited when the CFA field is blank.

	TRANS.DIR
	TRANSPORT
	DIR
	Prohibited when PRIADM field is blank.

	TRANS.DIVPON
	TRANSPORT
	DIVPON
	Required when the SR field is populated and the DIVCKT field is blank.

	TRANS.DIVPON
	TRANSPORT
	DIVPON
	Must be 16 or less characters and can only contain A-Z, 0-9, periods, parentheses, dashes, and blanks.

	TRANS.ER
	TRANSPORT
	ER
	Prohibited when the first position of S25 field is not A or B.

	TRANS.ER
	TRANSPORT
	ER
	Required when S25=A or B

	TRANS.ETET
	TRANSPORT
	ETET
	Prohibited when the SMJK field on the SALI form is blank.

	TRANS.ETET
	TRANSPORT
	ETET
	Prohibited when the UNE field on the ASR form is not blank.

	TRANS.GBTN
	TRANSPORT
	GBTN
	Prohibited field – Not used in CORA.

	TRANS.GCON
	TRANSPORT
	GCON
	Required when the GETO field on the TRANSPORT form is populated with something other than N, S, U, or W.

	TRANS.GETO
	TRANSPORT
	GETO
	W is the only valid value.

	TRANS.GTEL
	TRANSPORT
	GTEL
	Prohibited when the GCON is blank.

	TRANS.GTEL
	TRANSPORT
	GTEL
	Must be 10 to 14 numeric.

	TRANS.HVP
	TRANSPORT
	HVP
	Prohibited when the UNE field on the ASR form is populated.

	TRANS.ICOL
	TRANSPORT
	ICOL
	Required when the NAG field and the ASC-EC field on the ASR form are populated, otherwise prohibited

	TRANS.ICOL
	TRANSPORT
	ICOL
	Entry must be an 8-character CLLI Code

	TRANS.ICOL
	TRANSPORT
	ICOL
	Prohibited when SALI form present

	TRANS.L2CP_ADDR
	TRANSPORT
	L2CP-ADDR
	This field is not used and is prohibited.

	TRANS.L2CPP
	TRANSPORT
	L2CPP
	This field is not used and is prohibited.

	TRANS.LAGID
	TRANSPORT
	LAGID
	Prohibited when the LAG field on the ASR form is not E.

	TRANS.LAGP
	TRANSPORT
	LAGP
	AS is the only valid value for this order.

	TRANS.LAGP
	TRANSPORT
	LAGP
	Required when ASR.LAG is populated with N

	TRANS.LMP
	TRANSPORT
	LMP
	Required when the first position of the REQTYP field is V and the ACT field is N.

	TRANS.LMP
	TRANSPORT
	LMP
	Prohibited when the first position of the REQTYP field is not V.

	TRANS.LMP
	TRANSPORT
	LMP
	Prohibited when the ACT field is M or T.

	TRANS.MST
	TRANSPORT
	MST
	Entry of M is prohibited if the MST field on any MSL form is M.

	TRANS.MUXLOC
	TRANSPORT
	MUXLOC
	CLLI ‘xxxxxxxxxxx’ is not valid.

	TRANS.MUXLOC
	TRANSPORT
	MUXLOC
	LOSDB not Available.

	TRANS.MUXLOC
	TRANSPORT
	MUXLOC
	Required when using multiplexing services and ACT is N, C, or T.

	TRANS.MUXLOC
	TRANSPORT
	MUXLOC
	Required if REQTYP=S and TRANS.CFA is populated and TRANS.CFA is not an OC-type facility.

	TRANS.MUXLOC
	TRANSPORT
	MUXLOC
	Not required when REQTYP = S, ACT = N, TRANS.CFA = NEW, and is an OC-type facility.

	TRANS.MUXLOC
	TRANSPORT
	MUXLOC
	MUXLOC must match Telco CLLI of TRANS.CFA.

	
	
	
	

	TRANS.MUXLOC
	TRANSPORT
	MUXLOC
	CLLI must be 8 or 11 characters.

	TRANS.N_U
	TRANSPORT
	N/U
	Prohibited when the first position of the REQTYP field is not V.

	TRANS.N_U
	TRANSPORT
	N/U
	Prohibited when the ACT field is M or T.

	TRANS.NC
	TRANSPORT
	TRANS.NC
	Invalid for the SPEC code provided.

	TRANS.NC
	TRANSPORT
	NC
	NC is missing.

	TRANS.NC
	TRANSPORT
	NC
	NC invalid for REQTYP S.

	TRANS.NC
	TRANSPORT
	NC
	Position 1 and 2 must be A/N. Position 3 and 4 must be A/N plus allow special character of a dash (-).

	TRANS.NCI
	TRANSPORT
	NCI
	Required when the NC field is populated.

	TRANS.NCI
	TRANSPORT
	NCI
	Invalid NCI when CFA is present and NC stars with HC

	TRANS.NCI
	TRANSPORT
	NCI
	Prohibited when the NC field is blank.

	TRANS.NCI
	TRANSPORT
	NCI
	NCI Code Not Found.

	TRANS.NCI
	TRANSPORT
	NCI
	NCI/SECNCI code not valid. Characters 7,8,9 must be alphanumeric.

	TRANS.NCI
	TRANSPORT
	NCI
	NC/NCI Code Must Be Valid

	TRANS.NSL
	TRANSPORT
	NSL
	Prohibited when NAG field is populated

	TRANS.NSL
	TRANSPORT
	NSL
	Must be numeric or blank.

	TRANS.NSL
	TRANSPORT
	NSL
	Number of MSL forms does not match NSL.

	TRANS.NSL
	TRANSPORT
	NSL
	MSL form(s) prohibited when NSL is zero or blank.

	TRANS.NSL
	TRANSPORT
	NSL
	NSL field can not be greater than 0 when the ACT field is M or T.

	TRANS.NSL
	TRANSPORT
	NSL
	Prohibited when the UNE field on the ASR form is populated.

	TRANS.NSL
	TRANSPORT
	NSL
	Must be numeric.

	TRANS.NVC
	TRANSPORT
	NVC
	Must be numeric.

	TRANS.NVC
	TRANSPORT
	NVC
	Must be numeric or blank.

	TRANS.NVC
	TRANSPORT
	NVC
	Number of VC forms does not match NVC.

	TRANS.NVC
	TRANSPORT
	NVC
	VC form(s) prohibited when NVC is zero or blank.

	TRANS.PRIADM
	TRANSPORT
	PRIADM
	CLLI ‘xxxxxxxxxxx’ is not valid.

	TRANS.PRIADM
	TRANSPORT
	PRIADM
	CLLI must be 8 or 11 characters.

	TRANS.PRIADM
	TRANSPORT
	PRIADM
	LOSDB not Available.

	TRANS.S25
	TRANSPORT
	S25
	TRANSPORT S25 must start with A, B, C or NA followed by  blanks.

	TRANS.SCFA
	TRANSPORT
	SCFA
	Must be present when SECNCI value is 04DS6.44* or 04QB6.33*

	TRANS.SCFA
	TRANSPORT
	SCFA
	Host error has occurred:No data found for the Circuit ID specified. 

	TRANS.SCFA
	Transport
	SCFA
	CFA channel value of ‘<value from ASR>’ invalid. Must be in form ‘<channel>’ or ‘<startchannel>-<endchannel>’.

	TRANS.SCFA
	Transport
	SCFA
	LOCA must be alphanumeric.

	TRANS.SCFA
	Transport
	SCFA
	LOCZ must be alphanumeric.

	TRANS.SCFA
	Transport
	SCFA
	Channel must be in range of 1-5000.

	TRANS.SCFA
	Transport
	SCFA
	Channel From must be numeric.

	TRANS.SCFA
	Transport
	SCFA
	Channel To must be numeric.

	TRANS.SCFA
	TRANSPORT
	SCFA
	Channel From must be specified.

	TRANS.SCFA
	TRANSPORT
	SCFA
	Channel From must be a valid number.

	TRANS.SCFA
	TRANSPORT
	SCFA
	Channel To must be a valid number.

	TRANS.SCFA
	TRANSPORT
	SCFA
	Channel <channel number> busy.

	TRANS.SCFA
	TRANSPORT
	SCFA
	Channel <channel number> not found.

	TRANS.SCFA
	TRANSPORT
	SCFA
	No information found for the facility and / or channel specified.

	TRANS.SCFA
	TRANSPORT
	SCFA
	Host could not be resolved: Validate input CLLI.

	TRANS.SCFA
	TRANSPORT
	SCFA
	Host error has occurred: CIV095E-FIND FAILED

	TRANS.SCFA
	TRANSPORT
	SCFA
	Facility Designator must be 1-5 alphanumeric characters.

	TRANS.SCFA
	TRANSPORT
	SCFA
	Facility Type must be 1-6 alphanumeric characters.

	TRANS.SCFA
	TRANSPORT
	SCFA
	Channel must be in range of 1-28

	TRANS.SCFA
	TRANSPORT
	SCFA
	LOCA must be 8 or 11 characters.

	TRANS.SCFA
	TRANSPORT
	SCFA
	LOCZ must be 8 or 11 characters.

	TRANS.SCFA
	TRANSPORT
	SCFA
	CFA value of ‘<user entered value>’ invalid. Must be in form ‘desg/type/channel(-endchannel)/loca/locz’.

	TRANS.SCFA
	TRANSPORT
	SCFA
	Channel must be in range of 1-24.

	TRANS.SCFA
	TRANSPORT
	SCFA
	When Channel To is populated, entry must be greater than Channel From.

	TRANS.SCFA
	TRANSPORT
	SCFA
	CFA CLLI codes must be in alphabetical / numerical order.

	TRANS.SCFA
	TRANSPORT
	SCFA
	Duplicate value. Matches <xxx>.

	TRANS.SCFA
	TRANSPORT
	SCFA
	SCFA facility must match channel assignment in CFA field.

	TRANS.SCFAU
	TRANSPORT
	SCFAU
	Prohibited for Virtual Concatenation services. 

	TRANS.SDIR
	TRANSPORT
	SDIR
	Prohibited when the SCFA field is blank.

	TRANS.SDIR
	TRANSPORT
	SDIR
	Prohibited when the SEC ADM field is blank.

	TRANS.SECADM
	TRANSPORT
	SECADM
	CLLI ‘xxxxxxxxxxx’ is not valid.

	TRANS.SECADM
	TRANSPORT
	SECADM
	CLLI must be 8 or 11 characters.

	TRANS.SECADM
	TRANSPORT
	SECADM
	LOSDB not Available.

	TRANS.SECLOC
	TRANSPORT
	SECLOC
	1st position of SECLOC field must be E followed by blanks or C followed by a CLLI Code.

	TRANS.SECLOC
	TRANSPORT
	SECLOC
	CLLI ‘xxxxxxxxxxx’ is not valid.

	TRANS.SECLOC
	TRANSPORT
	SECLOC
	CLLI must be 8 or 11 characters.

	TRANS.SECLOC
	TRANSPORT
	SECLOC
	SALI form is required when SECLOC pos 1 is E.

	TRANS.SECLOC
	TRANSPORT
	SECLOC
	SALI form prohibited when SECLOC is not E

	TRANS.SECLOC
	TRANSPORT
	SECLOC
	LOSDB not Available.

	TRANS.SECLOC
	TRANSPORT
	SECLOC
	InterLATA service may not be requested on an ASR.

	TRANS.SECLOC
	TRANSPORT
	SECLOC
	When WACD1 is populated the SECLOC must start with C

	TRANS.SECNCI
	TRANSPORT
	TRANS.SECNCI
	Invalid for ENNI service.

	TRANS.SECNCI
	TRANSPORT
	SECNCI
	NC/NCI Code Must Be Valid

	TRANS.SECNCI
	TRANSPORT
	SECNCI
	SECNCI Code Not Found.

	TRANS.SECNCI
	TRANSPORT
	SECNCI
	Prohibited when the NC field is blank.

	TRANS.SECNCI
	TRANSPORT
	SECNCI
	NCI/SECNCI code not valid. Characters 7,8,9 must be alphanumeric.

	TRANS.SECNCI
	TRANSPORT
	SECNCI
	Invalid SECNCI when SCFA is present and NC starts with HC

	TRANS.SECTLV
	TRANSPORT
	SECTLV
	Positions 7 – 12 are prohibited if positions 9 or 12 of SECNCI is not I.

	TRANS.SECTLV
	TRANSPORT
	SECTLV
	Valid values for position one are + or -.

	TRANS.SECTLV
	TRANSPORT
	SECTLV
	Valid values for position seven are + or -.

	TRANS.SECTLV
	TRANSPORT
	SECTLV
	T is the only valid value for position 6.

	TRANS.SECTLV
	TRANSPORT
	SECTLV
	R is the only valid value for position 12.

	TRANS.SECTLV
	TRANSPORT
	SECTLV
	Positions 1-6 are prohibited if position 8 or 11 of the SECNCI field is not I.

	TRANS.SMUXLOC
	TRANSPORT
	SMUXLOC
	SMUXLOC must match Telco CLLI of TRANS.SCFA

	TRANS.SMUXLOC
	TRANSPORT
	SMUXLOC
	CLLI ‘xxxxxxxxxxx’ is not valid.

	TRANS.SMUXLOC
	TRANSPORT
	SMUXLOC
	CLLI must be 8 or 11 characters.

	TRANS.SMUXLOC
	TRANSPORT
	SMUXLOC
	LOSDB not Available.

	TRANS.SR
	TRANSPORT
	SR
	Required when the DIVCKT or DIVPON field is populated.

	TRANS.SR
	TRANSPORT
	SR
	Prohibited when the DIVCKT and DIVPON fields are blank.

	TRANS.SR
	TRANSPORT
	SR
	If the user populates any position of this field incorrectly, the system shall reject the ASR with an error message: “If any position is populated, pos 1 & 3 must be A, B, C, D, E, F, G, H, J, K, L, M, N, or X and pos 2 must be 1, 2, 3, 4, 5, 6, 7, N, or X.”

	TRANS.SSS
	TRANSPORT
	SSS
	Prohibited when the ACT field is D, M, T or R.

	TRANS.SSS
	TRANSPORT
	SSS
	Prohibited when the BSA field on the ASR form is blank.

	TRANS.TLV
	TRANSPORT
	TLV
	Valid values for position seven are + or -.

	TRANS.TLV
	TRANSPORT
	TLV
	T is the only valid value for position 6.

	TRANS.TLV
	TRANSPORT
	TLV
	R is the only valid value for position 12.

	TRANS.TLV
	TRANSPORT
	TLV
	Positions 7-12 are prohibited when position 9 or 12 of the NCI field is not  I.

	TRANS.TLV
	TRANSPORT
	TLV
	Positions 1-6 are prohibited when position 8 or 11 of the NCI field is not I.

	TRANS.TLV
	TRANSPORT
	TLV
	Valid values for position one are + or -.

	TRANS.TRF
	TRANSPORT
	TRF
	Prohibited when the ACT field is D or M.

	TRANS.TRF
	TRANSPORT
	TRF
	Prohibited when the UNE field on the ASR form is populated.

	TRANS.UNI_MSFS
	TRANSPORT
	UNI-MSFS
	This field is not used and is prohibited.

	TRANS.WACD1
	TRANSPORT
	WACD1
	When WACD1 is populated the SECLOC must start with C

	-
	TRUNKING
	-
	Form is required.

	-
	TRUNKING
	-
	Form is prohibited when TQ pos 2 is N.

	-
	TRUNKING
	-
	Form is required when TQ pos 2 is Y.

	TRK.APC
	TRUNKING
	APC
	Prohibited when the PCACT field is blank and the ACT field is not C.

	TRK.APC
	TRUNKING
	APC
	Must be numeric.

	TRK.CCEA
	TRUNKING
	CCEA
	Prohibited when the ACT is N or C and the CFA field is populated.

	TRK.CDND
	TRUNKING
	CDND
	Prohibited when the ACT field is D, M, T, or R.

	TRK.CFA
	TRUNKING
	CFA
	Must be present when NCI value is 04DS6.44* or 04QB6.33*

	TRK.CFA
	TRUNKING
	CFA
	CFA channel value of ‘<value from ASR>’ invalid. Must be in form ‘<channel>’ or ‘<startchannel>-<endchannel>’.

	TRK.CFA
	TRUNKING
	CFA
	LOCA must be alphanumeric.

	TRK.CFA
	TRUNKING
	CFA
	LOCZ must be alphanumeric.

	TRK.CFA
	TRUNKING
	CFA
	Channel must be in range of 1-5000.

	TRK.CFA
	TRUNKING
	CFA
	Channel From must be numeric.

	TRK.CFA
	TRUNKING
	CFA
	Channel To must be numeric.

	TRK.CFA
	TRUNKING
	CFA
	Channel From must be specified.

	TRK.CFA
	TRUNKING
	CFA
	Channel From must be a valid number.

	TRK.CFA
	TRUNKING
	CFA
	Channel To must be a valid number.

	TRK.CFA
	TRUNKING
	CFA
	Channel <channel number> busy.

	TRK.CFA
	TRUNKING
	CFA
	Channel <channel number> not found.

	TRK.CFA
	TRUNKING
	CFA
	No information found for the facility and / or channel specified.

	TRK.CFA
	TRUNKING
	CFA
	Host could not be resolved: Validate input CLLI.

	TRK.CFA
	TRUNKING
	CFA
	Host error has occurred: CIV095E-FIND FAILED

	TRK.CFA
	TRUNKING
	CFA
	Facility Designator must be 1-5 alphanumeric characters.

	TRK.CFA
	TRUNKING
	CFA
	Facility Type must be 1-6 alphanumeric characters.

	TRK.CFA
	TRUNKING
	CFA
	Channel must be in range of 1-28

	TRK.CFA
	TRUNKING
	CFA
	LOCA must be 8 or 11 characters.

	TRK.CFA
	TRUNKING
	CFA
	LOCZ must be 8 or 11 characters.

	TRK.CFA
	TRUNKING
	CFA
	CFA value of '<user entered value>' invalid. Must be in form 'desg/type/channel(-endchannel)/loca/locz'.

	TRK.CFA
	TRUNKING
	CFA
	Channel must be in range of 1-24.

	TRK.CFA
	TRUNKING
	CFA
	When Channel To is populated, entry must be greater than Channel From.

	TRK.CFA
	TRUNKING
	CFA
	CFA CLLI codes must be in alphabetical / numerical order.

	TRK.CFA
	TRUNKING
	CFA
	Duplicate value. Matches <xxx>.

	TRK.CFA
	TRUNKING
	CFA
	Prohibited when the ACT is N or C and the CCEA field is populated.

	TRK.CGAP
	TRUNKING
	CGAP
	Prohibited when the NC code does not indicate FGD.

	TRK.CGAP
	TRUNKING
	CGAP
	Prohibited when the ACT field is D, M, T, or R.

	TRK.CIC
	TRUNKING
	CIC
	When populated, must be at least 3 numerics.

	TRK.CIC
	TRUNKING
	CIC
	When populated, position 1 must be 9 and positions 2-4 must be populated and numeric when REQTYP is M and CC is populated.

	TRK.CIC
	TRUNKING
	CIC
	CIC value on TQ form must match CIC value on Trunking form.

	TRK.CKR1
	TRUNKING
	CKR1
	Prohibited when the LTP field (1st pos) is A,E,F,G,H,I,J,K,N,R and the ACT field in the ASR form is M or R.

	TRK.CPT
	TRUNKING
	CPT
	Must be numeric.

	TRK.CPT
	TRUNKING
	CPT
	Positions 6 - 10 are prohibited when positions 1 - 5 are blank.

	TRK.CSL
	TRUNKING
	CSL
	Must be valid CLLI or "RMKS".

	TRK.CSPC
	TRUNKING
	CSPC
	Prohibited when the first position of the REQTYP is not L or M.

	TRK.CSPC
	TRUNKING
	CSPC
	Required when the REQTYP is L and the ACT is N or C.

	TRK.CSPC
	TRUNKING
	CSPC
	Required when the REQTYP field is M, the ACT field is N or C, and the TCIC field on the Trunking form is populated.

	TRK.CSPC
	TRUNKING
	CSPC
	CSPC must be populated

	TRK.CSPC
	TRUNKING
	CSPC
	When REQTYP is L, ACT is D, ACTI is E or F, the CSPC entry must match the STPI FID data on the Customers’ Service Record, if not: TRK.CSPC is invalid for ASR.TSC

	TRK.CST
	TRUNKING
	CST
	Prohibited when the CSL field on the TRUNKING form is blank.

	TRK.DIDQ
	TRUNKING
	DIDQ
	Prohibited when the ACT field is D, M, T, or R.

	TRK.DNPANX
	TRUNKING
	DNPA_NXX
	Must be numeric.

	TRK.ESN
	TRUNKING
	ESN
	Must be three numerics.

	TRK.FACTL
	TRUNKING
	FACTL
	Prohibited when NC1 field is blank.

	TRK.FACTL
	TRUNKING
	FACTL
	1st 8-characters of CLLI must match ASR ACTL 1st 8-characters of CLLI.

	TRK.FACTL
	TRUNKING
	FACTL
	LOSDB not Available.

	TRK.FACTL
	TRUNKING
	FACTL
	CLLI ‘xxxxxxxxxxx’ is not valid.

	TRK.FACTL
	TRUNKING
	FACTL
	Entry must be a valid 11-character CLLI, or “N”, or “NEW”.

	TRK.FIMPTL
	TRUNKING
	FIMPTEL
	Must be at least 10 numeric.

	TRK.HBAN
	TRUNKING
	HBAN
	Must be valid BAN or "E" followed by blanks.

	TRK.LT
	TRUNKING
	LT
	Prohibited when the first position of the REQTYP is not L.

	TRK.MUXLOC
	TRUNKING
	MUXLOC
	Required when CFA is populated and ACT is N or C.

	TRK.MUXLOC
	TRUNKING
	MUXLOC
	LOSDB not Available.

	TRK.MUXLOC
	TRUNKING
	MUXLOC
	CLLI must be 8 or 11 characters.

	TRK.MUXLOC
	TRUNKING
	MUXLOC
	CLLI ‘xxxxxxxxxxx’ is not valid.

	TRK.NC
	TRUNKING
	NC
	NC is missing.

	TRK.NC
	TRUNKING
	NC
	NC invalid for REQTYP L.

	TRK.NC
	TRUNKING
	NC
	NC invalid for REQTYP M.

	TRK.NC
	TRUNKING
	NC
	Position 1 and 2 must be A/N. Position 3 and 4 musts be A/N plus allow special character of a dash (-).

	TRK.NC1
	TRUNKING
	NC1
	Required when the ACT field is N and the 1st pos. of the ASR LTP field is B, C, D, E, L, M, P or Q.

	TRK.NC1
	TRUNKING
	NC1
	Required when the ACT field is N, the ASR UNE field is populated and the 1st pos. of the ASR LTP field is N.

	TRK.NC1
	TRUNKING
	NC1
	Prohibited when the ACT field is not C or N.

	TRK.NCI
	TRUNKING
	NCI
	Prohibited when the NC field is blank.

	TRK.NCI
	TRUNKING
	NCI
	Required when the NC field is populated.

	TRK.NCI
	TRUNKING
	NCI
	NCI Code Not Found.

	TRK.NCI
	TRUNKING
	NCI
	NCI/SECNCI code not valid. 6th character must be a period.

	TRK.NCI
	TRUNKING
	NCI
	Invalid NCI when CFA is present and NC starts with HC

	TRK.NCI
	TRUNKING
	NCI
	Required when the ACT field is N or C, otherwise prohibited.

	TRK.OPS
	TRUNKING
	OPS
	Prohibited when the ACT field is D, M, T or R.

	TRK.PCACT
	TRUNKING
	PCACT
	Prohibited when the first position of the REQTYP field is not L.

	TRK.PCACT
	TRUNKING
	PCACT
	Prohibited when the ACT field is M, T, D, or R.

	TRK.PCNA
	TRUNKING
	PCNA
	Prohibited when PCACT field is blank.

	TRK.PCTP
	TRUNKING
	PCTYP
	Prohibited when PCACT field is blank.

	TRK.PCTP
	TRUNKING
	PCTYP
	Prohibited when the ACT field is N, D, M, T or R.

	TRK.PRIADM
	TRUNKING
	PRI_ADM
	LOSDB not Available.

	TRK.PRIADM
	TRUNKING
	PRI_ADM
	CLLI ‘xxxxxxxxxxx’ is not valid.

	TRK.PRIADM
	TRUNKING
	PRI_ADM
	Must be 8 or 11 characters.

	TRK.PSAP
	TRUNKING
	PSAP
	If the first character is E it must be followed by at least one additional character.

	TRK.PSAP
	TRUNKING
	PSAP
	If the first character is C it must be followed by a valid 8 or 11 character CLLI code.

	TRK.PSAP
	TRUNKING
	PSAP
	Required when ACT is N, TRFTYP is E9, and ACTI is B, or C.

	TRK.QACI
	TRUNKING
	QACI
	Prohibited when the first position of the AFO field on the ASR form is blank.

	TRK.QACI
	TRUNKING
	QACI
	Must be numeric.

	TRK.QACI
	TRUNKING
	QACI
	Number of ACI forms does not match QACI.

	TRK.QACI
	TRUNKING
	QACI
	Must be numeric or blank.

	TRK.QACI
	TRUNKING
	QACI
	ACI form(s) prohibited when QACI is blank.

	TRK.RECCKT
	TRUNKING
	RECCKT
	Prohibited when the ACT field on the ASR form is M, T or R.

	TRK.RECCKT
	TRUNKING
	RECCKT
	Required when the REQTYP is M, the ACT field is D, and the first position of the LTP field is not F, N, or C.

	TRK.RECCKT
	TRUNKING
	RECCKT
	Facility Designator must be 1-5 alphanumeric characters.

	TRK.RECCKT
	TRUNKING
	RECCKT
	Facility Type must be 1-6 alphanumeric characters.

	TRK.RECCKT
	TRUNKING
	RECCKT
	Channel must be in range of 1-28

	TRK.RECCKT
	TRUNKING
	RECCKT
	LOCA must be 8 or 11 characters.

	TRK.RECCKT
	TRUNKING
	RECCKT
	LOCZ must be 8 or 11 characters.

	TRK.RECCKT
	TRUNKING
	RECCKT
	CFA value of '<user entered value>' invalid. Must be in form 'desg/type/channel(-endchannel)/loca/locz'.

	TRK.RECCKT
	TRUNKING
	RECCKT
	RECCKT must be valid for ECCKT

	TRK.REMARKS
	TRUNKING
	REMARKS
	Required when the GETO field is O.

	TRK.SCFA
	TRUNKING
	SCFA
	Prohibited when the CFA field is blank.

	TRK.SCFA
	TRUNKING
	SCFA
	Must be present when SECNCI value is 04DS6.44* or 04QB6.33*

	TRK.SCFA
	TRUNKING
	SCFA
	CFA channel value of ‘<value from ASR>’ invalid. Must be in form ‘<channel>’ or ‘<startchannel>-<endchannel>’.

	TRK.SCFA
	TRUNKING
	SCFA
	LOCA must be alphanumeric.

	TRK.SCFA
	TRUNKING
	SCFA
	LOCZ must be alphanumeric.

	TRK.SCFA
	TRUNKING
	SCFA
	Channel must be in range of 1-5000.

	TRK.SCFA
	TRUNKING
	SCFA
	Channel From must be numeric.

	TRK.SCFA
	TRUNKING
	SCFA
	Channel To must be numeric.

	TRK.SCFA
	TRUNKING
	SCFA
	Channel From must be specified.

	TRK.SCFA
	TRUNKING
	SCFA
	Channel From must be a valid number.

	TRK.SCFA
	TRUNKING
	SCFA
	Channel To must be a valid number.

	TRK.SCFA
	TRUNKING
	SCFA
	Channel <channel number> busy.

	TRK.SCFA
	TRUNKING
	SCFA
	Channel <channel number> not found.

	TRK.SCFA
	TRUNKING
	SCFA
	No information found for the facility and / or channel specified.

	TRK.SCFA
	TRUNKING
	SCFA
	Host could not be resolved: Validate input CLLI.

	TRK.SCFA
	TRUNKING
	SCFA
	Host error has occurred: CIV095E-FIND FAILED

	TRK.SCFA
	TRUNKING
	SCFA
	Facility Designator must be 1-5 alphanumeric characters.

	TRK.SCFA
	TRUNKING
	SCFA
	Facility Type must be 1-6 alphanumeric characters.

	TRK.SCFA
	TRUNKING
	SCFA
	Channel must be in range of 1-28

	TRK.SCFA
	TRUNKING
	SCFA
	LOCA must be 8 or 11 characters.

	TRK.SCFA
	TRUNKING
	SCFA
	LOCZ must be 8 or 11 characters.

	TRK.SCFA
	TRUNKING
	SCFA
	CFA value of '<user entered value>' invalid. Must be in form 'desg/type/channel(-endchannel)/loca/locz'.

	TRK.SCFA
	TRUNKING
	SCFA
	Channel must be in range of 1-24.

	TRK.SCFA
	TRUNKING
	SCFA
	When Channel To is populated, entry must be greater than Channel From.

	TRK.SCFA
	TRUNKING
	SCFA
	CFA CLLI codes must be in alphabetical / numerical order.

	TRK.SCFA
	TRUNKING
	SCFA
	Duplicate value. Matches <xxx>.

	TRK.SCFA
	TRUNKING
	SCFA
	SCFA facility must match channel assignment in CFA field.

	TRK.SCRT
	TRUNKING
	SCRT
	Optional when ASR ACT field is N or C, else prohibited.

	TRK.SECADM
	TRUNKING
	SEC_ADM
	LOSDB not Available.

	TRK.SECADM
	TRUNKING
	SEC_ADM
	CLLI ‘xxxxxxxxxxx’ is not valid.

	TRK.SECADM
	TRUNKING
	SEC_ADM
	Must be 8 or 11 characters.

	TRK.SECLOC
	TRUNKING
	SECLOC
	LOSDB not Available.

	TRK.SECLOC
	TRUNKING
	SECLOC
	CLLI ‘xxxxxxxxxxx’ is not valid.

	TRK.SECLOC
	TRUNKING
	SECLOC
	CLLI must be 11 characters.

	TRK.SECTLV
	TRUNKING
	SECTLV
	Prohibited when the ACT field is D, M, T, or R.

	TRK.SECTLV
	TRUNKING
	SECTLV
	Prohibited when the PSL field on the ASR form is populated.

	TRK.SECTLV
	TRUNKING
	SECTLV
	Valid values for position one are + or -.

	TRK.SECTLV
	TRUNKING
	SECTLV
	Positions 7 - 12 are prohibited.

	TRK.SECTLV
	TRUNKING
	SECTLV
	T is the only valid value for position 6.

	TRK.SFNI
	TRUNKING
	SFNI
	Reqd when ACT is N or C, UNE is blank and 1st 2 char of SCFA is HN or GM and 1st char of 2nd delimited position is W or OC, otherwise prohibited.

	TRK.SLC
	TRUNKING
	SLC
	Must be numeric.

	TRK.SMUXLOC
	TRUNKING
	SMUXLOC
	CLLI ‘xxxxxxxxxxx’ is not valid.

	TRK.SMUXLOC
	TRUNKING
	SMUXLOC
	LOSDB not Available.

	TRK.SSN
	TRUNKING
	SSN
	Prohibited when PCACT field is blank.

	TRK.SSN
	TRUNKING
	SSN
	Prohibited when the ACT field is D, M, N, T or R.

	TRK.SSN
	TRUNKING
	SSN
	Must be numeric.

	TRK.SSPC
	TRUNKING
	SSPC
	First occurrence is required when PCACT field is populated.

	TRK.SSPC
	TRUNKING
	SSPC
	All occurrences are prohibited when PCACT is not populated.

	TRK.SSPC
	TRUNKING
	SSPC
	Must be 9 numeric.

	TRK.SPTP
	TRUNKING
	SSPC_TYPE
	Prohibited when the corresponding SSPC field is blank.

	TRK.TCIC
	TRUNKING
	TCIC
	Must be numeric.

	TRK.TCIC
	TRUNKING
	TCIC
	This field must be completely populated with numerics.

	TRK.TCIC
	TRUNKING
	TCIC
	First part of TCIC field must be populated before the 2nd part.

	TRK.TCIC
	TRUNKING
	TCIC
	Required when the REQTYP field is M, the ACT field is N or C, and the CSPC field on the Trunking form is populated.

	TRK.TLV
	TRUNKING
	TLV
	T is the only valid value for position 6.

	TRK.TLV
	TRUNKING
	TLV
	R is the only valid value for position 12.

	TRK.TLV
	TRUNKING
	TLV
	Positions 1- 6 are prohibited when position 8 or 11 of the NCI field is not I.

	TRK.TLV
	TRUNKING
	TLV
	Positions 7 - 12 are prohibited when position 9 or 12 of the NCI field is not I.

	TRK.TLV
	TRUNKING
	TLV
	Valid values for position one are + or -.

	TRK.TLV
	TRUNKING
	TLV
	Valid values for position seven are + or -.

	TRK.TRFTYP
	TRUNKING
	TRFTYP
	Valid values in the first 2 positions can be found in the ASOG.

	TRK.TRFTYP
	TRUNKING
	TRFTYP
	Valid values in the last 2 positions can be found in the ASOG.

	TRK.TRFTYP
	TRUNKING
	TRFTYP
	Prohibited when the ACT field is D, M, T, or R.

	TRK.TRFTYP
	TRUNKING
	TRFTYP
	Prohibited when the ACTI field is A, D, E, or F.

	TRK.TRN
	TRUNKING
	TRN
	Prohibited when the TCIC field is populated.

	TRK.TRN
	TRUNKING
	TRN
	The last four characters must be greater than or equal to the first four characters.

	TRK.TRN
	TRUNKING
	TRN
	The last four positions are prohibited when the first four are blank.

	 TRK.TSPC
	TRUNKING
	TSPC
	Must be 9 numerics. 

	TRK.TSPC_LOC
	TRUNKING
	TSPC_LOC
	Prohibited when the associated TSPC field is blank.

	TRK.TSPC_LOC
	TRUNKING
	TSPC_LOC
	Must be 11 characters.

	TRK.TTN
	TRUNKING
	TTN
	Prohibited when PCACT field is blank.

	TRK.TTN
	TRUNKING
	TTN
	Prohibited when the ACT field is D, M, N, T, or R.

	TRK.TTN
	TRUNKING
	TTN
	Must be numeric.

	TRK.TTT
	TRUNKING
	TTT
	Prohibited when the first position of the REQTYP field is not M.

	TRK.TTT
	TRUNKING
	TTT
	Prohibited when the ACT field is D, M, T, or R.

	TRK.TTT
	TRUNKING
	TTT
	Prohibited when the ACTI field is A, D, E, or F.

	TRK.TCIC
	TRUNKING
	TCIC
	Required to be a valid TCIC or range

	VC.CDOM
	VC
	CDOM
	Prohibited when the BSC field on the service specific form is not C.

	VC.CDV
	VC
	CDV
	Must be numeric.

	VC.CDV
	VC
	CDV
	Prohibited when the SCCT field is not B or D.

	VC.CDVT
	VC
	CDVT
	Prohibited when the SCCT field is not B or D.

	VC.CDVT
	VC
	CDVT
	Must be numeric.

	VC.CIR
	VC
	CIR
	Prohibited when the BSC field on the EUS or Transport form is not F and the VST field is not A or C.

	VC.CIR
	VC
	CIR
	Prohibited when the VCACT field is not N, C or R.

	VC.CPER
	VC
	CPER
	Prohibited when the BSC field on the service specific form is not C.

	VC.DLCI
	VC
	DLCI
	Prohibited when the BSC field on the EUS or Transport form is C.

	VC.DLCI
	VC
	DLCI
	Must be numeric.

	VC.IBS
	VC
	IBS
	Prohibited when the SCCT field is blank.

	VC.IBS
	VC
	IBS
	Valid entries are limited to at least one numeric character, with the final character of M or K.

	VC.ITPW
	VC
	ITPW
	Prohibited when the BSC field on the service specific form is not C.

	VC.MBS
	VC
	MBS
	Prohibited when the SCCT field is not C or D.

	VC.MCR
	VC
	MCR
	Prohibited when the SCCT field is not A.

	VC.MCR
	VC
	MCR
	Must be numeric.

	VC.QIBS
	VC
	QIBS
	Prohibited when the IBS field is blank.

	VC.REP
	VC
	REP
	Prohibited when the EP field is blank.

	VC.VCACT
	VC
	VCACT
	When ASR ACT is "N", only valid entries are "N" or "K".

	VC.VCACT
	VC
	VCACT
	When ASR ACT is "D", only valid entry is "D".

	VC.VCACT
	VC
	VCACT
	When ASR ACT is "R", only valid entry is "R".

	VC.VCACT
	VC
	VCACT
	When ASR ACT is "C", only valid entry is "C", "D",  "K" or "N".

	VC.VCACT
	VC
	VCACT
	When ASR ACT is "M", only valid entry is "C" or "R".

	VC.VCACT
	VC
	VCACT
	When ASR ACT is "T", only valid entry is "C" or "N".

	-
	VCAT
	-
	VCAT forms are not supported byin CORA.

	-
	WAT
	-
	Form is required.

	WAT.BAAD
	WAT
	BAAD
	Prohibited when the ACT field is M, D, T or R.

	WAT.BAND
	WAT
	BAND
	Prohibited when the ACT field is M, D, T or R.

	WAT.CFA
	WAT
	CFA
	CFA channel value of ‘<value from ASR>’ invalid. Must be in form ‘<channel>’ or ‘<startchannel>-<endchannel>’.

	WAT.CFA
	WAT
	CFA
	LOCA must be alphanumeric.

	WAT.CFA
	WAT
	CFA
	LOCZ must be alphanumeric.

	WAT.CFA
	WAT
	CFA
	Channel must be in range of 1-5000.

	WAT.CFA
	WAT
	CFA
	Channel From must be numeric.

	WAT.CFA
	WAT
	CFA
	Channel To must be numeric.

	WAT.CFA
	WAT
	CFA
	Channel From must be specified.

	WAT.CFA
	WAT
	CFA
	Channel From must be a valid number.

	WAT.CFA
	WAT
	CFA
	Channel To must be a valid number.

	WAT.CFA
	WAT
	CFA
	Channel <channel number> busy.

	WAT.CFA
	WAT
	CFA
	Channel <channel number> not found.

	WAT.CFA
	WAT
	CFA
	No information found for the facility and / or channel specified.

	WAT.CFA
	WAT
	CFA
	Host could not be resolved: Validate input CLLI.

	WAT.CFA
	WAT
	CFA
	Host error has occurred: CIV095E-FIND FAILED

	WAT.CFA
	WAT
	CFA
	Facility Designator must be 1-5 alphanumeric characters.

	WAT.CFA
	WAT
	CFA
	Facility Type must be 1-6 alphanumeric characters.

	WAT.CFA
	WAT
	CFA
	Channel must be in range of 1-28

	WAT.CFA
	WAT
	CFA
	LOCA must be 8 or 11 characters.

	WAT.CFA
	WAT
	CFA
	LOCZ must be 8 or 11 characters.

	WAT.CFA
	WAT
	CFA
	CFA value of '<user entered value>' invalid. Must be in form 'desg/type/channel(-endchannel)/loca/locz'.

	WAT.CFA
	WAT
	CFA
	Channel must be in range of 1-24.

	WAT.CFA
	WAT
	CFA
	When Channel To is populated, entry must be greater than Channel From.

	WAT.CFA
	WAT
	CFA
	CFA CLLI codes must be in alphabetical / numerical order.

	WAT.CFA
	WAT
	CFA
	Duplicate value. Matches <xxx>.

	WAT.CTX_TEL
	WAT
	CTX_TEL
	Must be 10 numeric.

	WAT.DRL
	WAT
	DRL
	Prohibited when the ACT field is M or D.

	WAT.DTO
	WAT
	DTO
	Prohibited when the ACT field is C, D, M or R.

	WAT.DTO
	WAT
	DTO
	CLLI Must Be Valid

	WAT.DTO
	WAT
	DTO
	LOSDB not Available.

	WAT.DTO
	WAT
	DTO
	CLLI ‘xxxxxxxxxxx’ is not valid.

	WAT.DTO
	WAT
	DTO
	CLLI must be 8 or 11 characters.

	WAT.ER
	WAT
	ER
	Prohibited when the first position of the S25 field is not A or B.

	WAT.ER
	WAT
	ER
	Required when S25=A or B.

	WAT.EUCONST
	WAT
	EUCON_STATE
	Must be a valid state code.

	WAT.GBTN
	WAT
	GBTN
	Prohibited

	WAT.GETO
	WAT
	GETO
	Required when the IWBAN field on the ASR form is populated.

	WAT.GETO
	WAT
	GETO
	Prohibited when the IWBAN field on the ASR form is blank.

	WAT.GETO
	WAT
	GETO
	W is the only valid value.

	WAT.GTEL
	WAT
	GTEL
	Prohibited when the GCON field is blank.

	WAT.GTEL
	WAT
	GTEL
	Must be at least 10 numeric.

	WAT.HNTYP
	WAT
	HNTYP
	Prohibited when the ACT field is D, M, T or R.

	WAT.HPF
	WAT
	HPF
	Prohibited when the HNTYP field is not PF or CP.

	WAT.NC
	WAT
	NC
	NC is missing.

	WAT.NC
	WAT
	NC
	NC invalid for REQTYP W.

	WAT.NHNI
	WAT
	NHNI
	Prohibited when the ACT field is D, M, T or R.

	WAT.NSL
	WAT
	NSL
	Prohibited when ACT is M or T.

	WAT.NSL
	WAT
	NSL
	Must be numeric.

	WAT.NSL
	WAT
	NSL
	Must be numeric or blank.

	WAT.NSL
	WAT
	NSL
	Number of MSL forms does not match NSL.

	WAT.NSL
	WAT
	NSL
	MSL form(s) prohibited when NSL is zero or blank.

	WAT.OTC
	WAT
	OTC
	Prohibited when the ASC EC field on the ASR form is blank.

	WAT.PIC
	WAT
	PIC
	The first 3 characters and the last 3 characters must be populated.

	WAT.SECLOC
	WAT
	SECLOC
	When populated, the only valid value is "E".

	WAT.SECLOC
	WAT
	SECLOC
	CLLI ‘xxxxxxxxxxx’ is not valid.

	WAT.SECLOC
	WAT
	SECLOC
	CLLI must be 8 or 11 characters.

	WAT.SECLOC
	WAT
	SECLOC
	SALI form is required when SECLOC pos 1 is E.

	WAT.SECLOC
	WAT
	SECLOC
	SALI form is prohibited when SECLOC pos 1 is not E.

	WAT.SECNCI
	WAT
	SECNCI
	SECNCI required for REQTYP W but SECNCI is not populated.

	WAT.SECNCI
	WAT
	SECNCI
	NCI/SECNCI code not valid. First 2 characters must be numeric.

	WAT.SECNCI
	WAT
	SECNCI
	NCI/SECNCI code not valid. 6th character must be a period.

	WAT.SECNCI
	WAT
	SECNCI
	NCI/SECNCI code not valid. Characters 7,8,9 must be alphanumeric.

	WAT.SECTLV
	WAT
	SECTLV
	Positions 1 - 6 are prohibited when position 8 or 11 of the SECNCI field is not I.

	WAT.SECTLV
	WAT
	SECTLV
	Valid values for position seven are + or -.

	WAT.SECTLV
	WAT
	SECTLV
	T is the only valid value for position 6.

	WAT.SECTLV
	WAT
	SECTLV
	Valid values for position one are + or -.

	WAT.SECTLV
	WAT
	SECTLV
	R is the only valid value for position 12.

	WAT.TLA
	WAT
	TLA
	Prohibited when the ACT field is D, M, T or R.

	WAT.TLV
	WAT
	TLV
	Prohibited when the ACT field is D, M or R.

	WAT.TLV
	WAT
	TLV
	Valid values for position one are + or -.

	WAT.TLV
	WAT
	TLV
	R is the only valid value for position 12.

	WAT.TLV
	WAT
	TLV
	Valid values for position seven are + or -.

	WAT.TLV
	WAT
	TLV
	T is the only valid value for position 6.

	WAT.TNC_PER
	WAT
	TNC_PER
	Date prior to 19800101 not allowed.

	WAT.TNC_PER
	WAT
	TNC_PER
	<xxx>must be today’s date or later.

	WAT.TNC_PER
	WAT
	TNC_PER
	Date is invalid.

	WAT.TNCTO
	WAT
	TNC_TO
	Must be 10 numeric or TBA.
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