
 
 

 
Network Disclosure Announcement No. 746 

 
Short Term Public Notice Under Rule 51.333(a) 

Qwest’s Internet address: http://www.qwest.com/disclosures. 
 

Copper Retirements in Iowa, Minnesota 
First Implementation Date: April 29, 2011 
Original Date Posted: February 1,2011 
 
Summary: Copper Retirements are necessary to respond to various factors in the Outside Plant, including road construction, maintenance problems, and 

growth accommodation.  Replacement cables may be either copper or fiber.  Specific information will be provided with each disclosure. 
 
Locations, Timing of  
Deployments & Interface  
Requirements:   The following gives additional details on the copper retirement(s):  
 

STATE WIRE CENTER 

PLANNED 
COMPLETION  

OR 
RETIREMENT 

DATE DA (s) Job # FDI Address(es) Replacing 

IA Indianola 
INDNIACO 5-5-2011 120601 02C1Q6B X 504-30 Qwest is cutting all facilities to fiber fed 

digital loop carrier. 

MN Eden Prairie 
EDPRMNEP 5-3-2011 210303 12M2EN7 7730 

Shaughnessy 

Federally funded road project forces Qwest 
to move working services to fiber fed digital 
loop carrier. 

MN Eden Prairie 
EDPRMNEP 5-10-2011 120102 12M2EWA 7071 Shady 

Oak Rd 

Federally funded road project forces Qwest 
to move working services to fiber fed digital 
loop carrier. 

MN Falcon Heights 
STPLMNMI 4-29-2011 110905 02M2B2N 1802 Asbury 

St. 

New SAI increases dB loss for the following 
loops: 
(r 1892 pascal st) Before:  0.740dB (1072' of 
22ga + 1135' of 24ga) After:   0.840dB 
(2165' of 24ga) Change:  +.100dB 

 700 West Mineral 
Littleton, CO. 80120 
  



 
 

STATE WIRE CENTER 

PLANNED 
COMPLETION  

OR 
RETIREMENT 

DATE DA (s) Job # FDI Address(es) Replacing 
(r 1852 holton ave)Before:  0.670dB (1072' 
of 22ga + 924' of 24ga)After:   0.800dB 
(2055' of 24ga)Change:  +.130dB 
(I 1319 huron ave) Before:  1.230dB (1505' 
of 22ga + 2424' of 24ga) After:   1.360dB 
(3690' of 24ga + 223' of 22ga) Change:  
+.130dB 
(r 1235 roma ave) Before:  1.120dB (1670' 
of 22ga + 1945' of 24ga) After:   1.300dB 
(3666' of 24ga) Change:  +.180dB 
(I 1238 rose vista) Before:  1.110dB (2447' 
of 22ga + 1404' of 24ga) After:   1.380dB 
(3755' of 24ga + 246' of 22ga) Change:  
+.270dB 

Additional Information:  Any customer premises equipment vendor/manufacturer or enhanced services provider desiring additional technical information in conjunction 
with this Disclosure can contact: 

 
Georganne Weidenbach 
Regulatory Compliance Manager 
801 237-3101 
Georganne.Weidenbach@qwest.com 
 
 


